OIL & GAS

HOSE TYPE 13/2WM

ID13 - Series: M

APPLICATIONS
HYDRAULICS

OIL AND GAS

TECHNICAL INFORMATION

Hydraulic tools (instrumentation packages for gauges, control
of service equipment, hydraulic jacks, hydraulic tools)
Methanol service (oil rigs, distribution panels, umbilicals),
control of subsea hydraulic components, nitrogen service,
jumper/ subsea well control

INNER CORE BESNO P40 TLO (PA11)
PRESSURE SUPPORT 2 open layers, 2 dense layers of high-tensile steel wire
OUTER COVER Polyamide (PA)
COLOUR Dark blue
TEMPERATURE -30°C to +60°C [-22°F to 140°F]
21D @ oD WORKING PRESSURE BURST PRESSURE BEND RADIUS ~ WEIGHT  INSERT ID
12,7 mm 20,8 mm 690 bar 2.760 bar 150 mm 0,630 kg/m 85 mm
0,50 inch 0,82 inch 10.000 psi 40.000 psi 5,91 inch 0,422 lbs/ft 0,33 inch
DIMENSIONS (mm)
PART NO. THREAD MATERIAL A B C ﬁ? SLEEVE
SLEEVE
11330181W - Steel 278 60 -
11330185W AISI 316Ti 278 64 -

- PIRTEK

OIL & GAS

17/01/2019

v 08 9437 4359
NV

salesoil&gas@pirtek.com.au

TECHNICAL
COMPETENCE

www.pirtek.com.au




