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HOSE TYPE 13/6H
ID13 - Series: C (136H006)
APPLICATIONS

WATERBLAST   Surface preparation (concrete removal, surface cleaning of  
     buildings, paint removal), tank and vessel cleaning

HYDRAULICS    Hydraulic tools (instrumentation packages for gauges, control  
     of service equipment, hydraulic jacks, hydraulic tools)

OIL AND GAS   Grease injection, nitrogen service

TECHNICAL INFORMATION

INNER CORE   Polyoxymethylene (POM)

PRESSURE SUPPORT  6 layers of high-tensile steel wire

OUTER COVER   Polyamide (PA)

COLOUR    RED

TEMPERATURE   -30°C to +60°C [-22°F to 140°F]

Ø ID Ø OD WORKING PRESSURE (SF 2,5:1) BURST PRESSURE BEND RADIUS WEIGHT INSERT ID

12,7 mm 24,8 mm -- 2.000 bar 5.000 bar 300 mm 1,200 kg/m 7,5 mm

0,50 inch 0,98 inch -- 29.000 psi 72.500 psi 11,81 inch 0,804 lbs/ft 0,30 inch

DIMENSIONS (mm)

PART NO. THREAD MATERIAL A B C SLEEVE

SLEEVE

11360232 - Steel 32,9 64 - -


