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HOSE TYPE 5MMUHP®
ID5 - Series: E 

Ø ID Ø OD WORKING PRESSURE BURST PRESSURE BEND RADIUS WEIGHT INSERT ID

4,5 mm 15,3 mm 3.200 bar 8.000 bar 250 mm 0,693 kg/m 2,5 mm

0,18 inch 0,60 inch 46.400 psi 116.000 psi 9,84 inch 0,464 lbs/ft 0,10 inch

APPLICATIONS

WATERBLAST   Surface preparation (concrete removal, surface cleaning of  
     buildings, paint removal), tank and vessel cleaning, ultra high- 
     pressure waterjet cutting and hydro demolition (cutting and  
     demolition of armoured concrete, pipelines, paper or steel)

HYDRAULICS   Pressure test equipment (valves, tooling and control panels),  
     hydroforming

TECHNICAL INFORMATION

INNER CORE   Polyoxymethylene (POM)

PRESSURE SUPPORT  8 layers of high-tensile steel wire

OUTER COVER   Polyamide (PA)

COLOUR    Chrome yellow

TEMPERATURE   -30°C to +60°C [-22°F to 140°F]

DIMENSIONS (mm) 

PART NO. THREAD MATERIAL A B C SLEEVE

SLEEVE

10580116  - Steel 19,7 69 - -


