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HOSE TYPE 6/2W
ID6 - Series: A
APPLICATIONS

WATERBLAST   Heat exchanger tube cleaning 

HYDRAULICS   Pressure test equipment (valves, tooling and control panels),  
     hydraulic tools (instrumentation packages for gauges, control  
     of service equipment, hydraulic jacks, hydraulic tools)

OIL AND GAS    Grease injection, control of subsea hydraulic components

TECHNICAL INFORMATION

INNER CORE   Polyamide (PA)

PRESSURE SUPPORT  2 open layers, 2 dense layers of high-tensile steel wire

OUTER COVER   Polyurethane (PUR)

COLOUR    Black

TEMPERATURE   -30°C to +60°C [-22°F to 140°F]

Ø ID Ø OD WORKING PRESSURE (SF 2,5:1) BURST PRESSURE BEND RADIUS WEIGHT INSERT ID

6,0 mm 12,0 mm -- 1.280 bar 3.200 bar 95 mm 0,230 kg/m 4,0 mm

0,24 inch 0,47 inch -- 18.560 psi 46.400 psi 3,74 inch 0,154 lbs/ft 0,16 inch

DIMENSIONS (mm)

PART NO. THREAD MATERIAL A B C SLEEVE

SLEEVE

10630191W - Steel 15,4 43 - -

10630195W - AISI 316Ti 15,4 43 - -


