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API 16D 
BOP Control Hose

APPLICATION: 			   Hydraulic control pipelines for BOP 	
					     control equipments

INNER TUBE: 				   NBR

REINFORCEMENT: 			   4 layers of high tensile spiral steel wire 

FLAME RETARDANT LAYER: 		 Fire resistant rubber

OUTER PROTECTIVE LAYER: 	 Red rubber outer cover also 	available in 	
					     stainless steel armour cover

FLAME RESISTANT LAYER: 		  Fire resistant rubber (705°C open fire 	
					     resistant) 5 minutes hold time to meet 	
					     compliance to API 16d

TEMPERATURE RANGE:		   -40°C~+80°C

STANDARD: 				    API Spec 16D 

END FITTINGS:			   All end fittings are crimped with an 		
					     overlay of fire tape and crimp over ferrule 	
					     to fully comply with API 16D standards.

ITEM ID (mm) OD (mm) WP (psi) BP (psi) Min BR (mm) WEIGHT (kg) MAX LENGTH (m)

OGAPI16D-013 13 19.8±0.3 5000 15000 130 0.87 30

OGAPI16D-019 19 36±2 5000 15000 320 1.90 30

OGAPI16D-025 25 45±2 5000 15000 360 2.63 30

OGAPI16D-038 38 59±2 5000 15000 580 4.33 30

OGAPI16D-051 51 75±2 5000 15000 900 6.47 30


