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IRSCHW - CHEMICAL HARD WALL HOSE
16 Bar 4:1 SF

TEMPERATURE RANGE	 -20°C to +100°C	

CONSTRUCTION				  

TUBE				    UHMW-PE, smooth FDA Approved

REINFORCEMENT		  High tensile textile cord, steel helix, two crossing copper antistatic 	
				    wires

COVER			   Green, smooth, fire proof and antistatic (R<106 Ohm/m) cloth 		
				    impression CR rubber compound, resistant to chemical products, 	
				    ozone and weathering Standard: EN 12115

For tank trucks and storage tanks, suitable for handling a wide range of chemical products.

PRODUCT CODE STANDARD
ID 
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OD 
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(Bar)

B.P. 
(Bar)

WEIGHT 
(Kg/m)

BEND RAD. 
(mm)

OGIRSCHW-019 EN12115 EU10/2011 19.1 31 61 16 64 0.851 85

OGIRSCHW-025 EN12115 EU10/2011 25.4 37 61 16 64 1.031 115

OGIRSCHW-032 EN12115 EU10/2011 31.8 44 61 16 64 1.341 145

OGIRSCHW-038 EN12115 EU10/2011 38.1 51 61 16 64 1.654 170

OGIRSCHW-051 EN12115 EU10/2011 50.8 67 61 16 64 2.784 230

OGIRSCHW-063 EN12115 EU10/2011 63.5 80 61 16 64 3.369 285

OGIRSCHW-076 EN12115 EU10/2011 76.2 92 61 16 64 4.015 345

OGIRSCHW-102 EN12115 EU10/2011 101.6 118 61 16 64 5.831 455


