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APPLICATION		  Hardwall hose used for the suction and delivery of petroleum 		
				    products with aromatic content up to 30%.

TEMPERATURE		  -30°C (-22°F) to +90°C (+194°F)

CONSTRUCTION

TUBE				    Black, smooth, NBR rubber.

REINFORCEMENT		  High strength synthetic cord, steel helix wire and antistatic copper 	
				    wire.

COVER			   Black, smooth (wrapped finish), synthetic rubber, weathering and 		
				    oil resistant

BRANDING			   Continuous yellow spiral stripe “IVG Offshore (family logo)...”.

ID (mm) OD (mm) LENGTH MAX (m) WEIGHT (kg/m) WP (bar) BP (bar) BEND.RADIUS (mm) VACUUM (bar)

51 69.0 120 2.50 20 80 245 0.9

76 95.5 120 3.86 20 80 390 0.9

102 121.0 120 5.29 20 80 555 0.9

127 150.5 60 8.05 20 80 730 0.9

152 178.0 60 11.29 20 80 910 0.9

203 238.0 30 23.23 20 80 1340 0.9

IRSFHW****I-FUEL HARD WALL
20 Bar 4:1 SF

Batch marked every metre to provide traceability in compliance with EN10204 2 type 2.2


