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A hardwall corrugated hose for suction and delivery of liquid organic materials with oil traces, 
liquids with aromatic hydrocarbons traces and liquids mixed with chemical residues. The hose 
can be set on the turret of vacuum cleaner trucks.

TUBE					     Black, smooth, synthetic rubber. 

REINFORCEMENT			   High strength synthetic cord and helix wire. 

COVER				    Black, corrugated (wrapped finish), antistatic synthetic rubber, 	
					     weathering and abrasion resistant. 

COIL LENGTHS			   60 metres

TEMPERATURE			   -20°C (-4°F) to +70°C (+158°F). 

BRANDING				    Red tape “IVG Truck (family logo) VACPOWER OIL...” 

ELECTRICAL RESISTANCE	 Cover R< 1x106 Ω/m. 

VACPOWER OIL RESISTANT VACUUM HOSE
3 Bar WP 3:1 SF

PRODUCT CODE NB (mm) WEIGHT (kg/m) BEND RADIUS (mm) VACUUM (bar)

OGIRSVOVH07660I 76 2.38 300 0.9

OGIRSVOVH10260I 102 3.81 410 0.9

OGIRSVOVH12760I 127 4.98 500 0.9

OGIRSVOVH15260I 152 7.54 610 0.9

OGIRSVOVH20360I 203 10.43 815 0.9


