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STRUCTURE				   NBR rubber hose with heat resistant black smooth inner tube, 	
					     textile reinforcement, steel spirals and conductive copper 		
					     cords 	embedded in the hose layers, outer cover composed 	
					     of multiple glass fiber layers, red smooth CR rubber cloth 		
					     impression, self exstinguishing, ozone, abrasion and sea water 	
					     resistant.

APPLICATIONS			   Suction and delivery hose for fuels, oils, mud, brine, seawater, 	
					     fire fighting equipment for offshore installations on oil rigs.

WORKING TEMPERATURE	 -40°C + 100°C (-40°F + 212°F)

SPECIFICATIONS			   Meets and exceeds ISO 15540: 1999 ( 800°C x 30 minutes) 		
					     fire resistance test

STANDARD LENGTHS		  Variable rolls from 40 m to 60m

MPFH**** 
MULTI PURPOSE FIRE RESISTANT HOSE WALL 
(20 bar WP 5:1 and 4:1SF) 

ID (mm) ID (inch) OD (mm) OD (inch) WP (bar) WP (psi) BP (bar) BP (psi) MIN. BEND RADIUS (mm) WEIGHT (kg/m)

   51 2 80 3 5/32 20 300 100 1500 280 3.70

   76 3 108 4 1/4 20 300 100 1500 380 4.50

   102 4 134  5 1/4 20 300 100 1500 500 5.80

   127 5 160   6 19/64 20 300 100 1500 900 6.60

   152 6 185   7 9/32 20 300 80 1200 1000 8.25

   203 8 238  9 21/64 20 300 60 900 1230 12.15


