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HOSE TYPE 6/2WPPA
ID6 -  Series: HB
APPLICATIONS

HYDRAULICS 			   Hydraulic tools (instrumentation packages for gauges, control 	
					     of service equipment, hydraulic jacks, hydraulic tools)

OIL AND GAS			   Methanol service (oil rigs, distribution panels, umbilicals), 		
					     chemical injection, control of subsea hydraulic components, 	
					     nitrogen service, jumper/ subsea well control, gaseous media 	
					     handling

TECHNICAL INFORMATION

INNER CORE 			   Polyvinylidenfluoride (PVDF)

PRESSURE SUPPORT 		  2 open layers, 2 dense layers of high-tensile steel wire

OUTER COVER 			   Polyamide (PA)

COLOUR 				    Dark Green

TEMPERATURE 			   -20°C to +80°C [-4°F to 176°F]

Ø ID Ø OD
WORKING PRESSURE 

(SF 3,0:1)          (SF 4,0:1) BURST PRESSURE BEND RADIUS WEIGHT INSERT ID

6,3 mm 12,2 mm 915 bar 690 bar 2,760bar 150 mm 0,266 kg/m 3,5 mm

0,25 inch 0,48 inch 13,260 psi 10,000 psi 40,000 psi 5,91 inch 0,178 lbs/ft 0,14 inch

DIMENSIONS (mm)

PART NO. THREAD MATERIAL A B C SLEEVE

SLEEVE

10640115 - AISI 316Ti 17,5 64 - -
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DIMENSIONS (mm)

PART NO. THREAD MATERIAL NUT A B C INSERT

HP FITTING

40640205HB 3/8”x24UNF LH AISI 316Ti - 3,5 98 20 -

MP FITTING

40640305HB 3/8”x24UNF LH AISI 316Ti - 3,5 100 11 -

FEMALE SWIVEL 24°/60°

20640315HB M16x1.5 AISI 316Ti 50620125 3,5 77 - 19

TYPE M FEMALE SWIVEL

20640645HB 9/16”x18UNF AISI 316Ti S5063615 3,5 73 - 19

JIC FEMALE SWIVEL

20640655HB 9/16”x18UNF AISI 316Ti S5063615 3,5 69 - 19

Production-related variations of the burst pressure of up to 5 % are possible. The safety factors between the burst pressure and the working 
pressure as well as the test pressure depend on the operating conditions. For gaseous media the outer cover is to be pinpricked. Regarding the 
safety factor for gaseous media please contact your local SPIR STAR® assembling center. The indicated working pressure refers to the hose 
only. Depending on the used fitting the permitted working pressure of a hose assembly may be less. BLAST PRO fittings may only be used for 
tube cleaning operations inside the tube. They have not been designed for the use outside of tubes. We reserve our rights for technical changes 
without notice. Subject to printing errors.
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HOSE TYPE 6/2WPPA
ID6 -  Series: HB

DIMENSIONS (mm)

PART NO. THREAD MATERIAL RELIEF BORES A B C SWIVEL NUT

SWIVEL NUT

S5063615 9/16”x18UNF AISI 316Ti 1 radial 9,5 18 15 19

50620125 M16x1.5 AISI 316Ti 1 radial 9,5 17,5 10 19


