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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHM4-HM4 1/4” HP Male x 1/4” HP Male 4.140 bar 60.000 psi

HHM4-HM6 1/4” HP Male x 3/8” HP Male 4.140 bar 60.000 psi

HHM4-HM9 1/4” HP Male x 9/16” HP Male 4.140 bar 60.000 psi

HHM6-HM6 3/8” HP Male x 3/8” HP Male 4.140 bar 60.000 psi

HHM6-HM9  3/8”HP Male x 9/16” HP Male 4.140 bar 60.000 psi

HHM9-HM9  9/16” HP Male x 9/16” HP Male 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHF4-HM4 1/4” HP Female x 1/4” HP Male 4.140 bar 60.000 psi

HHF4-HM6 1/4” HP Female x 3/8” HP Male 4.140 bar 60.000 psi

HHF4-HM9 1/4” HP Female x 9/16” HP Male 4.140 bar 60.000 psi

HHF6-HM4 3/8” HP Female x 1/4” HP Male 4.140 bar 60.000 psi

HHF6-HM6 3/8” HP Female x 3/8” HP Male 4.140 bar 60.000 psi

HHF6-HM9 3/8” HP Female x 9/16” HP Male 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-HF4 1/4” HP Female Coupler 4.140 bar 60.000 psi

HC-HF6 3/8” HP Female Coupler 4.140 bar 60.000 psi

HC-HF6-HF4 3/8” HP x 1/4” HP Female Coupler 4.140 bar 60.000 psi

HC-HF9 9/16” HP Female Coupler 4.140 bar 60.000 psi

HC-HF9-HF4 9/16” HP x 1/4” HP Female Coupler 4.140 bar 60.000 psi

HC-HF9-HF6 9/16” HP x 3/8” HP Female Coupler 4.140 bar 60.000 psi

HIGH-PRESSURE MALE X MALE

HIGH-PRESSURE FEMALE X HIGH-PRESSURE MALE (UNF) 
- Including collar and gland nut

HIGH-PRESSURE HEAVY DUTY COUPLERS FEMALE (UNF) 
- Including Collars and Gland Nuts



04/12/2018 - Page 2

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-MEF16-CLR-1/4HP M16x1.5 Female Coupler (incl. Collar ¼” HP & Gland Nut M16x1.5) 4.140 bar 60.000 psi

HC-MEF20-CLR-3/8HP M20x1.5 Female Coupler (incl. Collar 3/8” HP & Gland Nut M20x1.5) 4.140 bar 60.000 psi

HC-MEF26-CLR-9/16HP M26x1.5 Female Coupler (incl. Collar 9/16” HP & Gland Nut M26x1.5) 4.140 bar 60.000 psi

HC-MEF26-CLR-M14 M26x1.5 Female Coupler (incl. Collar M14x1.5 & Gland Nut M20x1.5) 4.140 bar 60.000 psi

HC-MEF30-CLR-9/16HP M30x2 Female Coupler (incl. Collar 9/16” HP & Gland Nut M30x2) 4.140 bar 60.000 psi

HC-MEF30-CLR-M14 M30x2 Female Coupler (incl. Collar M14x1.5 & Gland Nut M30x2) 4.140 bar 60.000 psi

HC-MEF30-CLR-M18 M30x2 Female Coupler (incl. Collar M18x1.5 & Gland Nut M30x2) 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HCSL-HF4-LL 1/4” HP Female Slimline Coupler Left x Left* 0.445” OD 2.760 bar 40.000 psi

HCSL-HF4-LR 1/4” HP Female Slimline Coupler Left x Right* 0.445” OD 2.760 bar 40.000 psi

HCSL-HF4-RR 1/4” HP Female Slimline Coupler Right x Right* 0.445” OD 2.760 bar 40.000 psi

HCSL-HF6-LL 3/8” HP Female Slimline Coupler Left x Left* 0.562” OD 2.760 bar 40.000 psi

HCSL-HF6-LR 3/8” HP Female Slimline Coupler Left x Right* 0.562” OD 2.760 bar 40.000 psi

HCSL-HF6-RR 3/8” HP Female Slimline Coupler Right x Right* 0.562” OD 2.760 bar 40.000 psi

HCSL-HF9-LL 9/16” HP Female Slimline Coupler Left x Left* 0.750” OD 2.760 bar 40.000 psi

HCSL-HF9-LR 9/16” HP Female Slimline Coupler Left x Right* 0.750” OD 2.760 bar 40.000 psi

HCSL-HF9-RR 9/16” HP Female Slimline Coupler Right x Right* 0.750” OD 2.760 bar 40.000 psi

HIGH-PRESSURE HEAVY DUTY COUPLERS FEMALE (METRIC)
 - Including Collars and Gland Nuts

HIGH-PRESSURE SLIMLINE COUPLERS
Slimline couplers are designed to be used ONLY for high pressure waterjetting applications, 
such as tube bundle cleaning.
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHM4-MM4 1/4” HP Male x 1/4” MP Male 1.380 bar 20.000 psi

HHM4-MM6 1/4” HP Male x 3/8” MP Male 1.380 bar 20.000 psi

HHM4-MM9 1/4” HP Male x 9/16” MP Male 1.380 bar 20.000 psi

HHM4-MM12 1/4” HP Male x 3/4” MP Male 1.380 bar 20.000 psi

HHM4-MM16 1/4” HP Male x 1” MP Male 1.380 bar 20.000 psi

HHM6-MM4 3/8” HP Male x 1/4” MP Male 1.380 bar 20.000 psi

HHM6-MM6 3/8” HP Male x 3/8” MP Male 1.380 bar 20.000 psi

HHM6-MM9 3/8” HP Male x 9/16” MP Male 1.380 bar 20.000 psi

HHM6-MM12 3/8” HP Male x 3/4” MP Male 1.380 bar 20.000 psi

HHM6-MM16 3/8” HP Male x 1” MP Male 1.380 bar 20.000 psi

HHM9-MM4 9/16” HP Male x 1/4” MP Male 1.380 bar 20.000 psi

HHM9-MM6 9/16” HP Male x 3/8” MP Male 1.380 bar 20.000 psi

HHM9-MM9 9/16” HP Male x 9/16” MP Male 1.380 bar 20.000 psi

HHM9-MM12 9/16” HP Male x 3/4” MP Male 1.380 bar 20.000 psi

HHM9-MM16 9/16” HP Male x 1” MP Male 1.380 bar 20.000 psi

HIGH-PRESSURE MALE X MEDIUM PRESSURE MALE

HIGH-PRESSURE FEMALE X MEDIUM PRESSURE FEMALE 
- Including Collars and Gland Nuts

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-HF4-MF4 1/4” HP Female x 1/4” MP Female 1.380 bar 20.000 psi

HC-HF4-MF6 1/4” HP Female x 3/8” MP Female 1.380 bar 20.000 psi

HC-HF4-MF9 1/4” HP Female x 9/16” MP Female 1.380 bar 20.000 psi

HC-HF4-MF12 1/4” HP Female x 3/4” MP Female 1.380 bar 20.000 psi

HC-HF4-MF16 1/4” HP Female x 1” MP Female 1.380 bar 20.000 psi

HC-HF6-MF4 3/8” HP Female x 1/4” MP Female 1.380 bar 20.000 psi

HC-HF6-MF6 3/8” HP Female x 3/8” MP Female 1.380 bar 20.000 psi

HC-HF6-MF9 3/8” HP Female x 9/16” MP Female 1.380 bar 20.000 psi

HC-HF6-MF12 3/8” HP Female x 3/4” MP Female 1.380 bar 20.000 psi

HC-HF6-MF16 3/8” HP Female x 1” MP Female 1.380 bar 20.000 psi

HC-HF9-MF4 9/16” HP Female x 1/4” MP Female 1.380 bar 20.000 psi

HC-HF9-MF6 9/16” HP Female x 3/8” MP Female 1.380 bar 20.000 psi

HC-HF9-MF9 9/16” HP Female x 9/16” MP Female 1.380 bar 20.000 psi

HC-HF9-MF12  9/16” HP Female x 3/4” MP Female 1.380 bar 20.000 psi

HC-HF9-MF16 9/16” HP Female x 1” MP Female 1.380 bar 20.000 psi
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHF4-MM4 1/4” HP Female x 1/4” MP Male 1.380 bar 20.000 psi

HHF4-MM6 1/4” HP Female x 3/8” MP Male 1.380 bar 20.000 psi

HHF4-MM9 1/4” HP Female x 9/16” MP Male 1.380 bar 20.000 psi

HHF6-MM4 3/8” HP Female x 1/4” MP Male 1.380 bar 20.000 psi

HHF6-MM6 3/8” HP Female x 3/8” MP Male 1.380 bar 20.000 psi

HHF6-MM9 3/8” HP Female x 9/16” MP Male 1.380 bar 20.000 psi

HHF6-MM12 3/8” HP Female x 3/4” MP Male 1.380 bar 20.000 psi

HHF6-MM16 3/8” HP Female x 1” MP Male 1.380 bar 20.000 psi

HHF9-MM4 9/16” HP Female x 1/4” MP Male 1.380 bar 20.000 psi

HHF9-MM6 9/16” HP Female x 3/8” MP Male 1.380 bar 20.000 psi

HHF9-MM9 9/16” HP Female x 9/16” MP Male 1.380 bar 20.000 psi

HHF9-MM12 9/16” HP Female x 3/4” MP Male 1.380 bar 20.000 psi

HHF9-MM16 9/16” HP Female x 1” MP Male 1.380 bar 20.000 psi

HIGH-PRESSURE FEMALE X MEDIUM PRESSURE MALE 
- Including Collars and Gland Nuts

HIGH-PRESSURE MALE X MEDIUM PRESSURE FEMALE 
- Including Collars and Gland Nuts

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMF4-HM4 1/4” MP Female x 1/4” HP Male 1.380 bar 20.000 psi

HMF4-HM6 1/4” MP Female x 3/8” HP Male 1.380 bar 20.000 psi

HMF4-HM9 1/4” MP Female x 9/16” HP Male 1.380 bar 20.000 psi

HMF6-HM4 3/8” MP Female x 1/4” HP Male 1.380 bar 20.000 psi

HMF6-HM6 3/8” MP Female x 3/8” HP Male 1.380 bar 20.000 psi

HMF6-HM9 3/8” MP Female x 9/16” HP Male 1.380 bar 20.000 psi

HMF9-HM4 9/16” MP Female x 1/4” HP Male 1.380 bar 20.000 psi

HMF9-HM6 9/16” MP Female x 3/8” HP Male 1.380 bar 20.000 psi

HMF9-HM9 9/16” MP Female x 9/16” HP Male 1.380 bar 20.000 psi

HMF12-HM4 3/4” MP Female x 1/4” HP Male 1.380 bar 20.000 psi

HMF12-HM6 3/4” MP Female x 3/8” HP Male 1.380 bar 20.000 psi

HMF12-HM9 3/4” MP Female x 9/16” HP Male 1.380 bar 20.000 psi

HMF16-HM4 1” MP Female x 1/4” HP Male 1.380 bar 20.000 psi

HMF16-HM6 1” MP Female x 3/8” HP Male 1.380 bar 20.000 psi

HMF16-HM9 1” MP Female x 9/16” HP Male 1.380 bar 20.000 psi
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHM4-NM4 1/4” HP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HHM4-NM6 1/4” HP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HHM4-NM8 1/4” HP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HHM4-NM12 1/4” HP Male x 3/4” NPT Male 690 bar 10.000 psi

HHM4-NM16 1/4” HP Male x 1” NPT Male 690 bar 10.000 psi

HHM6-NM4 3/8” HP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HHM6-NM6 3/8” HP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HHM6-NM8 3/8” HP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HHM6-NM12 3/8” HP Male x 3/4” NPT Male 690 bar 10.000 psi

HHM6-NM16 3/8” HP Male x 1” NPT Male 690 bar 10.000 psi

HHM9-NM4 9/16” HP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HHM9-NM6 9/16” HP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HHM9-NM8 9/16” HP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HHM9-NM12 9/16” HP Male x 3/4” NPT Male 690 bar 10.000 psi

HHM9-NM16 9/16” HP Male x 1” NPT Male 690 bar 10.000 psi

HIGH-PRESSURE MALE X NPT MALE

PART NUMBER  DESCRIPTION MAX WORKING PRESSURE

HC-HF4-NF4 1/4” HP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-HF4-NF6 1/4” HP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-HF4-NF8 1/4” HP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-HF4-NF12 1/4” HP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-HF4-NF16 1/4” HP Female x 1” NPT Female 690 bar 10.000 psi

HC-HF6-NF4 3/8” HP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-HF6-NF6 3/8” HP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-HF6-NF8 3/8” HP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-HF6-NF12 3/8” HP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-HF6-NF16 3/8” HP Female x 1” NPT Female 690 bar 10.000 psi

HC-HF9-NF4 9/16” HP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-HF9-NF6 9/16” HP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-HF9-NF8 9/16” HP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-HF9-NF12 9/16” HP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-HF9-NF16 9/16” HP Female x 1” NPT Female 690 bar 10.000 psi

HIGH-PRESSURE FEMALE X NPT FEMALE
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHF4-NM4 1/4” HP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HHF4-NM6 1/4” HP Female x 3/8” NPT Male 1.035 bar  15.000 psi

HHF4-NM8  1/4” HP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HHF4-NM12 1/4” HP Female x 3/4” NPT Male 690 bar 10.000 psi

HHF4-NM16 1/4” HP Female x 1” NPT Male 690 bar 10.000 psi

HHF6-NM4 3/8” HP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HHF6-NM6  3/8” HP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HHF6-NM8 3/8” HP Female x 1/2” NPT Male  1.035 bar 15.000 psi

HHF6-NM12 3/8” HP Female x 3/4” NPT Male 690 bar 10.000 psi

HHF6-NM16 3/8” HP Female x 1” NPT Male 690 bar 10.000 psi

HHF9-NM4 9/16” HP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HHF9-NM6 9/16” HP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HHF9-NM8 9/16” HP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HHF9-NM12 9/16” HP Female x 3/4” NPT Male 690 bar 10.000 psi

HHF9-NM16 9/16” HP Female x 1” NPT Male 690 bar 10.000 psi

HIGH-PRESSURE FEMALE X NPT MALE
- Including Collars and Gland Nuts

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMM4-MM4 1/4” MP Male x 1/4” MP Male 1.380 bar 20.000 psi

HMM6-MM4 3/8” MP Male x 1/4” MP Male 1.380 bar 20.000 psi

HMM6-MM6 3/8” MP Male x 3/8” MP Male 1.380 bar 20.000 psi

HMM6-MM9 3/8” MP Male x 9/16” MP Male 1.380 bar 20.000 psi

HMM9-MM4 9/16” MP Male x 1/4” MP Male 1.380 bar 20.000 psi

HMM9-MM9 9/16” MP Male x 9/16” MP Male 1.380 bar 20.000 psi

HMM9-MM12 9/16” MP Male x 3/4” MP Male 1.380 bar 20.000 psi

HMM9-MM16 9/16” MP Male x 1” MP Male 1.380 bar 20.000 psi

HMM12-MM4 3/4” MP Male x 1/4” MP Male  1.380 bar 20.000 psi

HMM12-MM6 3/4” MP Male x 3/8” MP Male  1.380 bar 20.000 psi

HMM12-MM12 3/4” MP Male x 3/4” MP Male  1.380 bar 20.000 psi

HMM16-MM4 1” MP Male x 1/4” MP Male 1.380 bar 20.000 psi

HMM16-MM6 1” MP Male x 3/8” MP Male 1.380 bar 20.000 psi

HMM16-MM12 1” MP Male x 3/4” MP Male  1.380 bar 20.000 psi

HMM16-MM16 1” MP Male x 1” MP Male 1.380 bar 20.000 psi

MEDIUM PRESSURE MALE X MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMF4-MM6 1/4” MP Female x 3/8” MP Male 1.380 bar 20.000 psi

HMF4-MM9 1/4” MP Female x 9/16” MP Male 1.380 bar 20.000 psi

HMF4-MM12 1/4” MP Female x 3/4” MP Male 1.380 bar 20.000 psi

HMF4-MM16 1/4” MP Female x 1” MP Male 1.380 bar 20.000 psi

HMF6-MM12 3/8” MP Female x 3/4” MP Male 1.380 bar 20.000 psi

HMF6-MM16 3/8” MP Female x 1” MP Male 1.380 bar 20.000 psi

HMF6-MM4 3/8” MP Female x 1/4” MP Male 1.380 bar 20.000 psi

HMF6-MM9 3/8” MP Female x 9/16” MP Male 1.380 bar 20.000 psi

HMF9-MM4 9/16” MP Female x 1/4” MP Male 1.380 bar  20.000 psi

HMF9-MM6  9/16” MP Female x 3/8” MP Male 1.380 bar 20.000 psi

HMF9-MM12  9/16” MP Female x 3/4” MP Male 1.380 bar 20.000 psi

HMF9-MM16 9/16” MP Female x 1” MP Male 1.380 bar 20.000 psi

HMF12-MM4 3/4” MP Female x 1/4” MP Male 1.380 bar 20.000 psi

HMF12-MM6 3/4” MP Female x 3/8” MP Male 1.380 bar 20.000 psi

HMF12-MM9 3/4” MP Female x 9/16” MP Male 1.380 bar 20.000 psi

HMF12-MM16 3/4” MP Female x 1” MP Male 1.380 bar 20.000 psi

HMF16-MM4 1” MP Female x 1/4” MP Male 1.380 bar 20.000 psi

HMF16-MM6 1” MP Female x 3/8” MP Male 1.380 bar 20.000 psi

HMF16-MM9 1” MP Female x 9/16” MP Male 1.380 bar 20.000 psi

HMF16-MM12 1” MP Female x 3/4” MP Male 1.380 bar 20.000 psi

MEDIUM PRESSURE FEMALE X MEDIUM PRESSURE MALE
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-MF4 1/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF6-MF4 3/8” MP Female x 1/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF6 3/8” MP Female Coupler 1.380 bar 20.000 psi

HC-MF9-MF4 9/16” MP Female x 1/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF9-MF6 9/16” MP Female x 3/8” MP Female Coupler 1.380 bar 20.000 psi

HC-MF9 9/16” MP Female Coupler 1.380 bar 20.000 psi

HC-MF12-MF4 3/4” MP Female x 1/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF12-MF6 3/4” MP Female x 3/8” MP Female Coupler 1.380 bar 20.000 psi

HC-MF12-MF9 3/4” MP Female x 9/16” MP Female Coupler 1.380 bar 20.000 psi

HC-MF12 3/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF16-MF4 1” MP Female x 1/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF16-MF6 1” MP Female x 3/8” MP Female Coupler 1.380 bar 20.000 psi

HC-MF16-MF9 1” MP Female x 9/16” MP Female Coupler 1.380 bar 20.000 psi

HC-MF16-MF12 1” MP Female x 3/4” MP Female Coupler 1.380 bar 20.000 psi

HC-MF16 1” MP Female Coupler 1.380 bar 20.000 psi

MEDIUM PRESSURE HEAVY DUTY COUPLERS
- Including Collars and Gland Nuts

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HCSL-MF4-LL 1/4” MP Female Slimline Coupler Left x Left* 0.374” OD 1.380 bar 20.000 psi

HCSL-MF4-LR 1/4” MP Female Slimline Coupler Left x Right* 0.374” OD 1.380 bar 20.000 psi

HCSL-MF4-RR 1/4” MP Female Slimline Coupler Right x Right* 0.374” OD 1.380 bar 20.000 psi

HCSL-MF6-LL 3/8” MP Female Slimline Coupler Left x Left* 0.499” OD 1.380 bar 20.000 psi

HCSL-MF6-LR 3/8” MP Female Slimline Coupler Left x Right* 0.499” OD 1.380 bar 20.000 psi

HCSL-MF6-RR 3/8” MP Female Slimline Coupler Right x Right* 0.499” OD 1.380 bar 20.000 psi

HCSL-MF9-LL 9/16” MP Female Slimline Coupler Left x Left* 0.687” OD 1.380 bar 20.000 psi

HCSL-MF9-LR  9/16” MP Female Slimline Coupler Left x Right* 0.687” OD 1.380 bar 20.000 psi

HCSL-MF9-RR  9/16” MP Female Slimline Coupler Right x Right* 0.687” OD 1.380 bar 20.000 psi

MEDIUM PRESSURE SLIMLINE COUPLERS
Slimline couplers are designed to be used ONLY for high pressure waterjetting applications, 
such as tube bundle cleaning.
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMM4-NM4 1/4” MP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMM4-NM6 1/4” MP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMM4-NM8 1/4” MP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMM6-NM4 3/8” MP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMM6-NM6 3/8” MP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMM6-NM8 3/8” MP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMM9-NM4 9/16” MP Male x 1/4” NPT Male  1.035 bar 15.000 psi

HMM9-NM6 9/16” MP Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMM9-NM8 9/16” MP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMM9-NM12 9/16” MP Male x 3/4” NPT Male 690 bar 10.000 psi

HMM9-NM16 9/16” MP Male x 1” NPT Male 690 bar 10.000 psi

HMM12-NM4 3/4” MP Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMM12-NM8 3/4” MP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMM12-NM12 3/4” MP Male x 3/4” NPT Male 690 bar 10.000 psi

HMM12-NM16 3/4” MP Male x 1” NPT Male 690 bar 10.000 psi

HMM16-NM4 1” MP Male x 1/4” NPT Male 1.035 bar  15.000 psi

HMM16-NM8 1” MP Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMM16-NM12 1” MP Male x 3/4” NPT Male  690 bar 10.000 psi

HMM16-NM16 1” MP Male x 1” NPT Male  690 bar 10.000 psi

MEDIUM PRESSURE MALE X NPT MALE
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-MF4-NF2 1/4” MP Female x 1/8” NPT Female 1.035 bar 15.000 psi

HC-MF4-NF4 1/4” MP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-MF4-NF6 1/4” MP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-MF4-NF8 1/4” MP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-MF6-NF2 3/8” MP Female x 1/8” NPT Female 1.035 bar 15.000 psi

HC-MF6-NF4 3/8” MP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-MF6-NF6 3/8” MP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-MF6-NF8 3/8” MP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-MF6-NF12 3/8” MP Female x 3/4” NPT Female  690 bar 10.000 psi

HC-MF6-NF16 3/8” MP Female x 1” NPT Female 690 bar 10.000 psi

HC-MF9-NF2 9/16” MP Female x 1/8” NPT Female 1.035 bar 15.000 psi

HC-MF9-NF4 9/16” MP Female x 1/4” NPT Female 1.035 bar 15.000 psi

HC-MF9-NF6 9/16” MP Female x 3/8” NPT Female 1.035 bar 15.000 psi

HC-MF9-NF8 9/16” MP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-MF9-NF12 9/16” MP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-MF9-NF16 9/16” MP Female x 1” NPT Female 690 bar 10.000 psi

HC-MF12-NF8 3/4” MP Female x 1/2” NPT Female 1.035 bar 15.000 psi

HC-MF12-NF12 3/4” MP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-MF12-NF16 3/4” MP Female x 1” NPT Female 690 bar 10.000 psi

HC-MF16-NF12 1” MP Female x 3/4” NPT Female 690 bar 10.000 psi

HC-MF16-NF16 1” MP Female x 1” NPT Female 690 bar 10.000 psi

MEDIUM PRESSURE FEMALE X NPT FEMALE
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMF4-NM4 1/4” MP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HMF4-NM6 1/4” MP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HMF4-NM8 1/4” MP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HMF6-NM4  3/8” MP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HMF6-NM6 3/8” MP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HMF6-NM8 3/8” MP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HMF9-NM4 9/16” MP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HMF9-NM6 9/16” MP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HMF9-NM8 9/16” MP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HMF9-NM12 9/16” MP Female x 3/4” NPT Male 690 bar 10.000 psi

HMF9-NM16 9/16” MP Female x 1” NPT Male 690 bar 10.000 psi

HMF12-NM4 3/4” MP Female x 1/4” NPT Male  1.035 bar 15.000 psi

HMF12-NM6 3/4” MP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HMF12-NM8 3/4” MP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HMF12-NM12 3/4” MP Female x 3/4” NPT Male 690 bar 10.000 psi

HMF12-NM16 3/4” MP Female x 1” NPT Male  690 bar 10.000 psi

HMF16-NM4 1” MP Female x 1/4” NPT Male 1.035 bar 15.000 psi

HMF16-NM6 1” MP Female x 3/8” NPT Male 1.035 bar 15.000 psi

HMF16-NM8 1” MP Female x 1/2” NPT Male 1.035 bar 15.000 psi

HMF16-NM12 1” MP Female x 3/4” NPT Male 690 bar 10.000 psi

HMF16-NM16 1” MP Female x 1” NPT Male 690 bar 10.000 psi

MEDIUM PRESSURE FEMALE X NPT MALE
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNF4-HM4 1/4” NPT Female x 1/4” HP Male 1.035 bar 15.000 psi

HNF4-HM6 1/4” NPT Female x 3/8” HP Male 1.035 bar 15.000 psi

HNF4-HM9 1/4” NPT Female x 9/16” HP Male 1.035 bar 15.000 psi

HNF6-HM4 3/8” NPT Female x 1/4” HP Male 1.035 bar 15.000 psi

HNF6-HM6 3/8” NPT Female x 3/8” HP Male 1.035 bar 15.000 psi

HNF6-HM9 3/8” NPT Female x 9/16” HP Male 1.035 bar 15.000 psi

HNF8-HM4 1/2” NPT Female x 1/4” HP Male 1.035 bar 15.000 psi

HNF8-HM6 1/2” NPT Female x 3/8” HP Male 1.035 bar 15.000 psi

HNF8-HM9 1/2” NPT Female x 9/16” HP Male 1.035 bar 15.000 psi

HNF12-HM6 3/4” NPT Female x 3/8” HP Male 690 bar 10.000 psi

HNF12-HM9 3/4” NPT Female x 9/16” HP Male 690 bar 10.000 psi

HNF16-HM9 1” NPT Female x 9/16” HP Male 690 bar 10.000 psi

NPT FEMALE X HIGH-PRESSURE MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNF2-MM4 1/8” NPT Female x 1/4” MP Male 1.035 bar 15.000 psi

HNF2-MM6 1/8” NPT Female x 3/8” MP Male 1.035 bar 15.000 psi

HNF2-MM9 1/8” NPT Female x 9/16” MP Male 1.035 bar 15.000 psi

HNF2-MM12 1/8” NPT Female x 3/4” MP Male 1.035 bar 15.000 psi

HNF4-MM4 1/4” NPT Female x 1/4” MP Male 1.035 bar 15.000 psi

HNF4-MM6 1/4” NPT Female x 3/8” MP Male 1.035 bar 15.000 psi

HNF4-MM9 1/4” NPT Female x 9/16” MP Male 1.035 bar 15.000 psi

HNF4-MM12 1/4” NPT Female x 3/4” MP Male 1.035 bar 15.000 psi

HNF4-MM16 1/4” NPT Female x 1” MP Male 1.035 bar 15.000 psi

HNF6-MM4 3/8” NPT Female x 1/4” MP Male 1.035 bar 15.000 psi

HNF6-MM6 3/8” NPT Female x 3/8” MP Male 1.035 bar 15.000 psi

HNF6-MM9 3/8” NPT Female x 9/16” MP Male 1.035 bar 15.000 psi

HNF6-MM12 3/8” NPT Female x 3/4” MP Male 1.035 bar 15.000 psi

HNF6-MM16 3/8” NPT Female x 1” MP Male 1.035 bar 15.000 psi

HNF8-MM4 1/2” NPT Female x 1/4” MP Male 1.035 bar 15.000 psi

HNF8-MM6 1/2” NPT Female x 3/8” MP Male 1.035 bar 15.000 psi

HNF8-MM9 1/2” NPT Female x 9/16” MP Male 1.035 bar 15.000 psi

HNF8-MM12 1/2” NPT Female x 3/4” MP Male 1.035 bar 15.000 psi

HNF8-MM16 1/2” NPT Female x 1” MP Male 1.035 bar 15.000 psi

HNF12-MM6 3/4” NPT Female x 3/8” MP Male 690 bar 10.000 psi

HNF12-MM9 3/4” NPT Female x 9/16” MP Male 690 bar 10.000 psi

HNF12-MM12 3/4” NPT Female x 3/4” MP Male 690 bar 10.000 psi

HNF12-MM16 3/4” NPT Female x 1” MP Male 690 bar 10.000 psi

HNF16-MM6 1” NPT Female x 3/8” MP Male 690 bar 10.000 psi

HNF16-MM9 1” NPT Female x 9/16” MP Male 690 bar 10.000 psi

HNF16-MM12 1” NPT Female x 3/4” MP Male 690 bar 10.000 psi

HNF16-MM16 1” NPT Female x 1” MP Male 690 bar 10.000 psi

NPT FEMALE X MEDIUM PRESSURE MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNM2-NM2 1/8” NPT Male x 1/8” NPT Male 1.035 bar 15.000 psi

HNM4-NM2 1/4” NPT Male x 1/8” NPT Male 1.035 bar 15.000 psi

HNM4-NM4 1/4” NPT Male x 1/4” NPT Male 1.035 bar 15.000 psi

HNM6-NM2 3/8” NPT Male x 1/8” NPT Male 1.035 bar 15.000 psi

HNM6-NM4 3/8” NPT Male x 1/4” NPT Male 1.035 bar 15.000 psi

HNM6-NM6 3/8” NPT Male x 3/8” NPT Male 1.035 bar 15.000 psi

HNM8-NM4 1/2” NPT Male x 1/4” NPT Male 1.035 bar 15.000 psi

HNM8-NM6 1/2” NPT Male x 3/8” NPT Male 1.035 bar 15.000 psi

HNM8-NM8 1/2” NPT Male x 1/2” NPT Male 1.035 bar 15.000 psi

HNM12-NM4 3/4” NPT Male x 1/4” NPT Male 690 bar 10.000 psi

HNM12-NM6 3/4” NPT Male x 3/8” NPT Male 690 bar 10.000 psi

HNM12-NM8 3/4” NPT Male x 1/2” NPT Male 690 bar 10.000 psi

HNM12-NM12 3/4” NPT Male x 3/4” NPT Male 690 bar 10.000 psi

HNM16-NM4 1” NPT Male x 1/4” NPT Male 690 bar 10.000 psi

HNM16-NM6 1” NPT Male x 3/8” NPT Male 690 bar 10.000 psi

HNM16-NM8 1” NPT Male x 1/2” NPT Male 690 bar 10.000 psi

HNM16-NM12 1” NPT Male x 3/4” NPT Male 690 bar 10.000 psi

HNM16-NM16 1” NPT Male x 1” NPT Male 690 bar 10.000 psi

NPT MALE X MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNF1-NM2 1/16” NPT Female x 1/8” NPT Male 1.035 bar 15.000 psi

HNF1-NM4 1/16” NPT Female x 1/4” NPT Male 1.035 bar 15.000 psi

HNF1-NM6 1/16” NPT Female x 3/8” NPT Male 1.035 bar 15.000 psi

HNF1-NM8 1/16” NPT Female x 1/2” NPT Male 1.035 bar 15.000 psi

HNF2-NM4 1/8” NPT Female x 1/4” NPT Male 1.035 bar 15.000 psi

HNF2-NM6 1/8” NPT Female x 3/8” NPT Male 1.035 bar 15.000 psi

HNF2-NM8 1/8” NPT Female x 1/2” NPT Male 1.035 bar 15.000 psi

HNF4-NM2 1/4” NPT Female x 1/8” NPT Male 1.035 bar 15.000 psi

HNF4-NM4 1/4” NPT Female x 1/4” NPT Male 1.035 bar 15.000 psi

HNF4-NM6 1/4” NPT Female x 3/8” NPT Male 1.035 bar 15.000 psi

HNF4-NM8 1/4” NPT Female x 1/2” NPT Male 1.035 bar 15.000 psi

HNF4-NM12 1/4” NPT Female x 3/4” NPT Male 690 bar 10.000 psi

HNF4-NM16 1/4” NPT Female x 1” NPT Male 690 bar 10.000 psi

HNF6-NM2 3/8” NPT Female x 1/8” NPT Male 1.035 bar 15.000 psi

HNF6-NM4 3/8” NPT Female x 1/4” NPT Male 1.035 bar 15.000 psi

HNF6-NM6 3/8” NPT Female x 3/8” NPT Male 1.035 bar 15.000 psi

HNF6-NM8 3/8” NPT Female x 1/2” NPT Male 1.035 bar 15.000 psi

HNF6-NM12 3/8” NPT Female x 3/4” NPT Male 690 bar 10.000 psi

HNF6-NM16 3/8” NPT Female x 1” NPT Male 690 bar 10.000 psi

HNF8-NM4 1/2” NPT Female x 1/4” NPT Male 1.035 bar 15.000 psi

HNF8-NM6 1/2” NPT Female x 3/8” NPT Male 1.035 bar 15.000 psi

HNF8-NM8 1/2” NPT Female x 1/2” NPT Male 1.035 bar 15.000 psi

HNF8-NM12 1/2” NPT Female x 3/4” NPT Male 690 bar 10.000 psi

HNF8-NM16 1/2” NPT Female x 1” NPT Male 690 bar 10.000 psi

HNF12-NM4 3/4” NPT Female x 1/4” NPT Male 690 bar 10.000 psi

HNF12-NM8 3/4” NPT Female x 1/2” NPT Male 690 bar 10.000 psi

HNF12-NM12 3/4” NPT Female x 3/4” NPT Male 690 bar 10.000 psi

HNF12-NM16 3/4” NPT Female x 1” NPT Male 690 bar 10.000 psi

HNF16-NM6 1” NPT Female x 3/8” NPT Male 690 bar 10.000 psi

HNF16-NM8 1” NPT Female x 1/2” NPT Male 690 bar 10.000 psi

HNF16-NM12 1” NPT Female x 3/4” NPT Male 690 bar 10.000 psi

NPT FEMALE X NPT MALE (BUSHINGS)
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-NF4 HD 1/4” NPT Female Coupler 1.035 bar 15.000 psi

HC-NF6-NF4 HD 3/8” NPT Female x 1/4” NPT Female Coupler 1.035 bar 15.000 psi

HC-NF6 HD 3/8” NPT Female Coupler 1.035 bar 15,000 psi

HC-NF8-NF4 HD 1/2” NPT Female x 1/4” NPT Female Coupler 1.035 bar 15.000 psi

HC-NF8-NF6 HD 1/2” NPT Female x 3/8” NPT Female Coupler 1.035 bar 15.000 psi

HC-NF8 HD 1/2” NPT Female Coupler 1.035 bar 15,000 psi

HC-NF12-NF4 HD 3/4” NPT Female x 1/4” NPT Female Couple 690 bar 10.000 psi

HC-NF12-NF6 HD 3/4” NPT Female x 3/8” NPT Female Couple 690 bar 10.000 psi

HC-NF12-NF8 HD 3/4” NPT Female x 1/2” NPT Female Couple 690 bar 10.000 psi

HC-NF12 HD 3/4” NPT Female Coupler  690 bar 10.000 psi

HC-NF16-NF8 HD 1” NPT Female x 1/2” NPT Female Coupler 690 bar 10.000 psi

HC-NF16-NF12 HD 1” NPT Female x 3/4” NPT Female Coupler 690 bar 10.000 psi

HC-NF16 HD 1” NPT Female Coupler 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HCSL-NF1 1/16” NPT Female Slimline Coupler 0.375” OD 690 bar 10.000 psi

HCSL-NF2-NF1 1/8” NPT Female x 1/16” NPT Female Slimline Coupler 0.480” OD 690 bar 10.000 psi

HCSL-NF2 1/8” NPT Female Slimline Coupler 0.480” OD 690 bar 10.000 psi

HCSL-NF4 1/4” NPT Female Slimline Coupler 0.690” OD 690 bar 10.000 psi

HCSL-NF6 3/8” NPT Female Slimline Coupler 0.875” OD 690 bar 10.000 psi

HCSL-NF8 1/2” NPT Female Slimline Coupler 1.130” OD 690 bar 10.000 psi

NPT HEAVY DUTY COUPLERS

NPT SLIMELINE COUPLERS
Slimline couplers are designed to be used ONLY for high pressure waterjetting applications, 
such as tube bundle cleaning.
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMJ4-HM4 1/4” JIC Male x 1/4” HP Male 1.035 bar 15.000 psi

HMJ4-HM6 1/4” JIC Male x 3/8” HP Male 1.035 bar 15.000 psi

HMJ4-HM9 1/4” JIC Male x 9/16” HP Male 1.035 bar 15.000 psi

HMJ6-HM4 3/8” JIC Male x 1/4” HP Male 1.035 bar 15.000 psi

HMJ6-HM6 3/8” JIC Male x 3/8” HP Male 1.035 bar 15.000 psi

HMJ6-HM9 3/8” JIC Male x 9/16” HP Male 1.035 bar 15.000 psi

HMJ8-HM4 1/2” JIC Male x 1/4” HP Male 1.035 bar 15.000 psi

HMJ8-HM6 1/2” JIC Male x 3/8” HP Male 1.035 bar 15.000 psi

HMJ8-HM9 1/2” JIC Male x 9/16” HP Male 1.035 bar 15.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMJ4-MJ4 1/4” JIC Male x 1/4” JIC Male 1.035 bar 15.000 psi

HMJ4-MJ6 1/4” JIC Male x 3/8” JIC Male 1.035 bar 15.000 psi

HMJ4-MJ8 1/4” JIC Male x 1/2” JIC Male 1.035 bar 15.000 psi

HMJ6-MJ6 3/8” JIC Male x 3/8” JIC Male 1.035 bar 15.000 psi

HMJ6-MJ8 3/8” JIC Male x 1/2” JIC Male 1.035 bar 15.000 psi

HMJ8-MJ8 1/2” JIC Male x 1/2” JIC Male 1.035 bar 15.000 psi

HMJ16-MJ16 1” JIC Male x 1” JIC Male 690 bar 10.000 psi

JIC MALE X JIC MALE

JIC MALE X HIGH-PRESSURE MALE
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PART NUMBER DESCRIPTION WORKING PRESSURE

HMJ4-MM4 1/4” JIC Male x 1/4” MP Male 1.035 bar 15.000 psi

HMJ4-MM6 1/4” JIC Male x 3/8” MP Male 1.035 bar 15.000 psi

HMJ4-MM9 1/4” JIC Male x 9/16” MP Male 1.035 bar 15.000 psi

HMJ6-MM12 3/8” JIC Male x 3/4” MP Male 1.035 bar 15.000 psi

HMJ6-MM4 3/8” JIC Male x 1/4” MP Male 1.035 bar 15.000 psi

HMJ6-MM6 3/8” JIC Male x 3/8” MP Male 1.035 bar 15.000 psi

HMJ6-MM9 3/8” JIC Male x 9/16” MP Male 1.035 bar 15.000 psi

HMJ8-MM12 1/2” JIC Male x 3/4” MP Male 1.035 bar 15.000 psi

HMJ8-MM16 1/2” JIC Male x 1” MP Male 1.035 bar 15.000 psi

HMJ8-MM4 1/2” JIC Male x 1/4” MP Male 1.035 bar 15.000 psi

HMJ8-MM6 1/2” JIC Male x 3/8” MP Male 1.035 bar 15.000 psi

HMJ8-MM9 1/2” JIC Male x 9/16” MP Male 1.035 bar 15.000 psi

HMJ12-MM9 3/4” JIC Male x 9/16” MP Male 690 bar 10.000 psi

HMJ12-MM12 3/4” JIC Male x 3/4” MP Male 690 bar 10.000 psi

HMJ12-MM16 3/4” JIC Male x 1” MP Male 690 bar 10.000 psi

HMJ16-MM9 1” JIC Male x 9/16” MP Male 690 bar 10.000 psi

HMJ16-MM12 1” JIC Male x 3/4” MP Male 690 bar 10.000 psi

HMJ16-MM16 1” JIC Male x 1” MP Male 690 bar 10.000 psi

JIC MALE X MEDIUM PRESSURE MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMJ4-NM2 1/4” JIC Male x 1/8” NPT Male 1.035 bar 15.000 psi

HMJ4-NM4 1/4” JIC Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMJ4-NM6 1/4” JIC Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMJ4-NM8 1/4” JIC Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMJ6-NM4 3/8” JIC Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMJ6-NM6 3/8” JIC Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMJ6-NM8 3/8” JIC Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMJ6-NM12 3/8” JIC Male x 3/4” NPT Male 690 bar 10.000 psi

HMJ8-NM4 1/2” JIC Male x 1/4” NPT Male 1.035 bar 15.000 psi

HMJ8-NM6 1/2” JIC Male x 3/8” NPT Male 1.035 bar 15.000 psi

HMJ8-NM8 1/2” JIC Male x 1/2” NPT Male 1.035 bar 15.000 psi

HMJ8-NM12 1/2” JIC Male x 3/4” NPT Male 690 bar 10.000 psi

HMJ8-NM16 1/2” JIC Male x 1” NPT Male 690 bar 10.000 psi

HMJ12-NM12 3/4” JIC Male x 3/4” NPT Male 690 bar 10.000 psi

HMJ12-NM16 3/4” JIC Male x 1” NPT Male 690 bar 10.000 psi

HMJ16-NM12 1” JIC Male x 3/4” NPT Male 690 bar 10.000 psi

HMJ16-NM16 1” JIC Male x 1” NPT Male 690 bar 10.000 psi

JIC MALE X NPT MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-M9 9/16”-18 Type M x 9/16”-18 Type M 3.450 bar 50.000 psi

M12-M9 3/4”-16 Type M x 9/16”-18 Type M 2.070 bar 30.000 psi

M12-M12 3/4”-16 Type M x 3/4”-16 Type M 2.070 bar 30.000 psi

M14-M9 7/8”-14 Type M x 9/16”-18 Type M 3.450 bar 50.000 psi

M14-M12 7/8”-14 Type M x 3/4”-16 Type M 2.070 bar 30.000 psi

M14-M14 7/8”-14 Type M x 7/8”-14 Type M 3.450 bar 50.000 psi

M16-M9 1”-12 Type M x 9/16”-18 Type M 2.070 bar 30.000 psi

M16-M12 1”-12 Type M x 3/4”-16 Type M 2.070 bar 30.000 psi

M16-M16 1”-12 Type M x 1”-12 Type M 2.070 bar 30.000 psi

M18-M9 1 1/8”-12 Type M x 9/16”-18 Type M 3.450 bar 50.000 psi

M18-M14 1 1/8”-12 Type M x 7/8”-14 Type M 3.450 bar 50.000 psi

M18-M18 1 1/8”-12 Type M x 1 1/8”-12 Type M 3.450 bar 50.000 psi

M21-M9 1 5/16”-12 Type M x 9/16”-18 Type M 1.380 bar 20.000 psi

M21-M12 1 5/16”-12 Type M x 3/4”-16 Type M 1.380 bar 20.000 psi

M21-M16 1 5/16”-12 Type M x 1”-12 Type M 1.380 bar 20.000 psi

M21-M21 1 5/16”-12 Type M x 1 5/16”-12 Type M 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-HP4 9/16”-18 Type M x 1/4” HP Male 3.450 bar 50.000 psi

M9-HP6 9/16”-18 Type M x 3/8” HP Male 3.450 bar 50.000 psi

M9-HP9 9/16”-18 Type M x 9/16” HP Male 3.450 bar 50.000 psi

M12-HP4 3/4”-16 Type M x 1/4” HP Male 2.070 bar 30.000 psi

M12-HP6 3/4”-16 Type M x 3/8” HP Male 2.070 bar 30.000 psi

M12-HP9 3/4”-16 Type M x 9/16” HP Male 2.070 bar 30.000 psi

M14-HP6 7/8”-14 Type M x 3/8” HP Male 3.450 bar 50.000 psi

M14-HP9 7/8”-14 Type M x 9/16” HP Male 3.450 bar 50.000 psi

M16-HP6 1”-12 Type M x 3/8” HP Male 2.070 bar 30.000 psi

M16-HP9 1”-12 Type M x 9/16” HP Male 2.070 bar 30.000 psi

M18-HP9 1 1/8”-12 Type M x 9/16” HP Male 3.450 bar 50.000 psi

M21-HP9 1 5/16”-12 Type M x 9/16” HP Male 1.380 bar 20.000 psi

TYPE M MALE X MALE

TYPE M MALE X HIGH-PRESSURE MALE



04/12/2018 - Page 21

TYPE M MALE X MEDIUM PRESSURE MALE
PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-MP4 9/16”-18 Type M x 1/4” MP Male 1.380 bar 20.000 psi

M9-MP6 9/16”-18 Type M x 3/8” MP Male 1.380 bar 20.000 psi

M9-MP9 9/16”-18 Type M x 9/16” MP Male 1.380 bar 20.000 psi

M9-MP12 9/16”-18 Type M x 3/4” MP Male 1.380 bar 20.000 psi

M9-MP16 9/16”-18 Type M x 1” MP Male 1.380 bar 20.000 psi

M12-MP4 3/4”-16 Type M x 1/4” MP Male 1.380 bar 20.000 psi

M12-MP6 3/4”-16 Type M x 3/8” MP Male 1.380 bar 20.000 psi

M12-MP9 3/4”-16 Type M x 9/16” MP Male 1.380 bar 20.000 psi

M12-MP12 3/4”-16 Type M x 3/4” MP Male 1.380 bar 20.000 psi

M12-MP16 3/4”-16 Type M x 1” MP Male 1.380 bar 20.000 psi

M16-MP4 1”-12 Type M x 1/4” MP Male 1.380 bar 20.000 psi

M16-MP6 1”-12 Type M x 3/8” MP Male 1.380 bar 20.000 psi

M16-MP9 1”-12 Type M x 1/2” MP Male 1.380 bar 20.000 psi

M16-MP12 1”-12 Type M x 3/4” MP Male 1.380 bar 20.000 psi

M16-MP16 1”-12 Type M x 1” MP Male 1.380 bar 20.000 psi

M21-MP9 1 5/16” Type M x 1/2” MP Male 1.380 bar 20.000 psi

M21-MP12 1 5/16” Type M x 3/4” MP Male 1.380 bar 20.000 psi

M21-MP16 1 5/16” Type M x 1” MP Male 1.380 bar 20.000 psi
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TYPE M MALE X NPT MALE
PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-NM4 9/16”-18 Type M x 1/4” NPT Male 1.035 bar 15.000 psi

M9-NM6 9/16”-18 Type M x 3/8” NPT Male 1.035 bar 15.000 psi

M9-NM8 9/16”-18 Type M x 1/2” NPT Male 1.035 bar 15.000 psi

M9-NM12 9/16”-18 Type M x 3/4” NPT Male 690 bar 10.000 psi

M9-NM16 9/16”-18 Type M x 1” NPT Male  690 bar 10.000 psi

M12-NM4 3/4”-16 Type M x 1/4” NPT Male 1.035 bar 15.000 psi

M12-NM6 3/4”-16 Type M x 3/8” NPT Male 1.035 bar 15.000 psi

M12-NM8 3/4”-16 Type M x 1/2” NPT Male 1.035 bar 15.000 psi

M12-NM12 3/4”-16 Type M x 3/4” NPT Male 690 bar 10.000 psi

M12-NM16 3/4”-16 Type M x 1” NPT Male 690 bar 10.000 psi

M16-NM4 1”-12 Type M x 1/4” NPT Male 1.035 bar 15.000 psi

M16-NM6 1”-12 Type M x 3/8” NPT Male 1.035 bar 15.000 psi

M16-NM8 1”-12 Type M x 1/2” NPT Male 1.035 bar 15.000 psi

M16-NM12 1”-12 Type M x 3/4” NPT Male 690 bar 10.000 psi

M16-NM16 1”-12 Type M x 1” NPT Male 690 bar 10.000 psi

M21-NM8 1 5/16”-12 Type M x 1/2” NPT Male 1.035 bar 15.000 psi

M21-NM12 1 5/16”-12 Type M x 3/4” NPT Male 690 bar 10.000 psi

M21-NM16 1 5/16”-12 Type M x 1” NPT Male 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C09-125-1680 1/4” MBSPP-Ext. x 1/4” HP Male 2.070 bar 30.000 psi

C09-125-1681 1/4” MBSPP-Ext. x 1/4” MP Male 1.380 bar 20.000 psi

C19-950-0029 1/4” MBSPP-Ext. x 9/16”-18 Type M Male 2.070 bar 30.000 psi

C19-950-1601 1/4” MBSPP-Ext. x 1/4” MBSPP-Ext. 2.070 bar 30.000 psi

C19-950-1602 1/4” MBSPP-Ext. x 1/4” MBSPP-Int. 2.070 bar 30.000 psi

C19-950-1622 1/4” MBSPP-Int. x 1/4” MBSPP-Int. 2.070 bar 30.000 psi

BSPP ADAPTORS 
- 60° Internal or 120° External Sealing Cone
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PART NUMBER DESCRIPTION WORKING PRESSURE

HBM4-BM4 G1/4” Male Connector 2.070 bar 30.000 psi

HBM4-BM4-W G1/4” Male Connector 3.200 bar 46.400 psi

HBM6-BM6 G3/8” Male Connector 2.070 bar 30.000 psi

HBM8-BM8 G1/2” Male Connector 2.070 bar 30.000 psi

HBM12-BM12 G3/4” Male Connector 2.070 bar 30.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-1625 1/4” MBSPP-Ext. x 1/4” NPT Male 1.035 bar 15.000 psi

HBM4-NM4 1/4” MBSPP-Int. x 1/4” NPT Male 1.035 bar 15.000 psi

HBM4-NM8 1/4” MBSPP-Int. x 1/2” NPT Male 1.035 bar 15.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-0062 1/4” BSPP Bonded Seal 1.000 bar 14.500 psi

C19-950-0083 1/4” BSPP Bonded Seal 1.500 bar 21.750 psi

BSPP MALE CONNECTORS-INT. 

BSPP MALE X NPT MALE

BSPP ADAPTORS
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMEM14-MEM14 M14x1.5 Male Connector 1.800 bar 26.100 psi

HMEM14-MEM14-W M14x1.5 Male Connector 3.200 bar 46.400 psi

HMEM18-MEM18 M18x1.5 Male Connector 1.520 bar 22.040 psi

HMEM20-MEM20 M20x1.5 Male Connector 1.520 bar 22.040 psi

HMEM20-MEM20-W M20x1.5 Male Connector 2.500 bar 36.250 psi

HMEM22-MEM22 M22x1.5 Male Connector 1.920 bar 21.750 psi

HMEM22-MEM22-W M22x1.5 Male Connector 2.500 bar 36.250 psi

HMEM24-MEM22 M24x1.5 Male x M22x1.5 Male Connector 1.920 bar 27.840 psi

HMEM24-MEM22-W M24x1.5 Male x M22x1.5 Male Connector 2.800 bar 40.600 psi

HMEM24-MEM24 M24x1.5 Male Connector 1.520 bar 22.040 psi

HMEM24-MEM24-W M24x1.5 Male Connector 2.800 bar 40.600 psi

HMEM30-MEM30 M30x2 Male Connector 1.040 bar 15.080 psi

HMEM30-MEM30-W M30x2 Male Connector 1.520 bar 22.040 psi

HMEM36-MEM24 M36x2 Male x M24x1.5 Male Connector 1.040 bar 15.080 psi

HMEM36-MEM24-W M36x2 Male x M24x1.5 Male Connector 1.520 bar 22.040 psi

HMEM36-MEM36 M36x2 Male Connector 1.040 bar 15.080 psi

HMEM36-MEM36-W M36x2 Male Connector 1.520 bar 22.040 psi

HMEM42-MEM36 M42x2 Male x M36x2 Male Connector 1.040 bar 15.080 psi

HMEM42-MEM36-W M42x2 Male x M36x2 Male Connector 1.520 bar 22.040 psi

HMEM42-MEM42 M42x2 Male Connector 900 bar 13.050 psi

HMEM42-MEM42-W M42x2 Male Connector 1.400 bar 20.300 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMEM24-BM4 M24x1.5 Male x ¼” BSP Male Connector 1.800 bar 26.100 psi

HMEM24-BM4-W M24x1.5 Male x ¼” BSP Male Connector 3.200 bar 46.400 psi

HMEM24-BM6 M24x1.5 Male x 3/8” BSP Male Connector 1.500 bar 21.750 psi

METRIC MALE X MALE

METRIC MALE (FOR O-RING SEAL) X BSPP MALE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HEHF4 1/4” HP Female Elbow 4.140 bar 60.000 psi

HEHF6 3/8” HP Female Elbow 4.140 bar 60.000 psi

HEHF9 9/16” HP Female Elbow 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HEMF4 1/4” MP Female Elbow 1.380 bar 20.000 psi

HEMF6 3/8” MP Female Elbow 1.380 bar 20.000 psi

HEMF9 9/16” MP Female Elbow 1.380 bar 20.000 psi

HEMF12 3/4” MP Female Elbow 1.380 bar 20.000 psi

HEMF16 1” MP Female Elbow 1.380 bar  20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HENF4 1/4” NPT Female Elbow 1.035 bar 15.000 psi

HENF6 3/8” NPT Female Elbow 1.035 bar 15.000 psi

HENF8 1/2” NPT Female Elbow 1.035 bar 15.000 psi

HENF12 3/4” NPT Female Elbow 690 bar 10.000 psi

HENF16 1” NPT Female Elbow 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HSENF4 1/4” NPT Male x NPT Female Street Elbow 1.035 bar 15.000 psi

HSENF6 3/8” NPT Male x NPT Female Street Elbow 1.035 bar 15.000 psi

HSENF8 1/2” NPT Male x NPT Female Street Elbow 1.035 bar 15.000 psi

HIGH-PRESSURE FEMALE ELBOWS (UNF)
- Including Collars and Gland Nuts

MEDIUM PRESSURE FEMALE ELBOWS
- Including Collars and Gland Nuts

NPT FEMALE ELBOWS

NPT STREET ELBOWS
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-HEBM4 1/4” MBSPP-Ext. Elbow 2.070 bar 30.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HTHF4 1/4” HP Female Tee 4.140 bar 60.000 psi

HTHF6 3/8” HP Female Tee  4.140 bar 60.000 psi

HTHF9 9/16” HP Female Tee 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HT-MEF30-CLR-M14 Tee M30x2 female incl. collars M14 and gland nuts 4.000 bar 58.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HTMF4 1/4” MP Female Tee 1.380 bar 20.000 psi

HTMF6 3/8” MP Female Tee 1.380 bar 20.000 psi

HTMF9 9/16” MP Female Tee 1.380 bar 20.000 psi

HTMF12 3/4” MP Female Tee 1.380 bar 20.000 psi

HTMF16 1” MP Female Tee 1.380 bar 20.000 psi

BSPP ELBOW

HIGH-PRESSURE FEMALE TEES (UNF)
- Including Collars and Gland Nuts

HIGH-PRESSURE FEMALE TEE (METRIC)
- Including Collars and Gland Nuts

MEDIUM PRESSURE FEMALE TEES
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HSTNF4 1/4” NPT Male x NPT Female Street Tee 1.035 bar 15.000 psi

HSTNF6 3/8” NPT Male x NPT Female Street Tee 1.035 bar 15.000 psi

HSTNF8 1/2” NPT Male x NPT Female Street Tee 1.035 bar 15.000 psi

NPT STREET TEES

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HTNF4 1/4” NPT Female Tee 1.035 bar 15.000 psi

HTNF6 3/8” NPT Female Tee 1.035 bar 15.000 psi

HTNF8 1/2” NPT Female Tee 1.035 bar 15.000 psi

HTNF12 3/4” NPT Female Tee 690 bar 10.000 psi

HTNF16 1” NPT Female Tee 690 bar 10.000 psi

NPT FEMALE TEES
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-1681 1/4” BSPP-Ext. Female Tee 2.070 bar 30.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HY-MEF30-CLR-M14 Y M30x2 female incl. collars M14 and gland nuts 4.000 bar 58.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE 

HCRHF4 1/4” HP Female Cross 4.140 bar 60.000 psi

HCRHF6 3/8” HP Female Cross 4.140 bar 60.000 psi

HCRHF9 9/16” HP Female Cross 4.140 bar 60.000 psi

BSPP TEES

HIGH-PRESSURE FEMALE Y’S (METRIC)
- Including Collars and Gland Nuts

HIGH-PRESSURE FEMALE CROSSES (UNF)
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HCRMF4 1/4” MP Female Cross 1.380 bar 20.000 psi

HCRMF6 3/8” MP Female Cross 1.380 bar 20.000 psi

HCRMF9 9/16” MP Female Cross 1.380 bar 20.000 psi

HCRMF12 3/4” MP Female Cross 1.380 bar 20.000 psi

HCRMF16 1” MP Female Cross 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HCRNF4 1/4” NPT Female Cross 1.035 bar 15.000 psi

HCRNF6 3/8” NPT Female Cross 1.035 bar 15.000 psi

HCRNF8 1/2” NPT Female Cross 1.035 bar 15.000 psi

HCRNF12 3/4” NPT Female Cross 690 bar 10.000 psi

HCRNF16 1” NPT Female Cross 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-1680 1/4” BSPP-Ext. Female Cross 2.070 bar 30.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-HF4-BH 1/4” HP Female Bulkhead 4.140 bar 60.000 psi

HC-HF6-BH 3/8” HP Female Bulkhead 4.140 bar 60.000 psi

HC-HF9-BH 9/16” HP Female Bulkhead 4.140 bar 60.000 psi

MEDIUM PRESSURE FEMALE CROSSES
- Including Collars and Gland Nuts

NPT FEMALE CROSSES

BSPP CROSSES

HIGH-PRESSURE BULKHEADS (UNF)
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-MEF30-CLR-M14-BH Bulkhead coupling M30x 4.000 bar 58.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HC-MF4-BH 1/4” MP Female Bulkhead 1.380 bar 20.000 psi

HC-MF6-BH 3/8” MP Female Bulkhead 1.380 bar 20.000 psi

HC-MF9-BH 9/16” MP Female Bulkhead 1.380 bar 20.000 psi

HC-MF12-BH  3/4” MP Female Bulkhead 1.380 bar 20.000 psi

HC-MF16-BH 1” MP Female Bulkhead 1.380 bar 20.000 psi

HIGH-PRESSURE BULKHEADS (METRIC)
- Including Collars and Gland Nuts

MEDIUM PRESSURE BULKHEADS
- Including Collars and Gland Nuts

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHM4-3.00 1/4” HP Nipple x 3” Long 4.140 bar 60.000 psi

HHM4-6.00 1/4” HP Nipple x 6” Long 4.140 bar 60.000 psi

HHM4-8.00 1/4” HP Nipple x 8” Long 4.140 bar 60.000 psi

HHM4-10.00 1/4” HP Nipple x 10” Long 4.140 bar 60.000 psi

HHM4-12.00 1/4” HP Nipple x 12” Long 4.140 bar 60.000 psi

HHM6-3.00 3/8” HP Nipple x 3” Long 4.140 bar 60.000 psi

HHM6-6.00 3/8” HP Nipple x 6” Long 4.140 bar 60.000 psi

HHM6-8.00 3/8” HP Nipple x 8” Long 4.140 bar 60.000 psi

HHM6-10.00 3/8” HP Nipple x 10” Long 4.140 bar 60.000 psi

HHM6-12.00 3/8” HP Nipple x 12” Long 4.140 bar 60.000 psi

HHM9-3.00 9/16” HP Nipple x 3” Long 4.140 bar 60.000 psi

HHM9-6.00 9/16” HP Nipple x 6” Long  4.140 bar 60.000 psi

HHM9-8.00  9/16” HP Nipple x 8” Long 4.140 bar 60.000 psi

HHM9-10.00 9/16” HP Nipple x 10” Long 4.140 bar 60.000 psi

HHM9-12.00 9/16” HP Nipple x 12” Long 4.140 bar 60.000 psi

HIGH- PRESSURE TUBE NIPPLES
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMM4-3.00 1/4” MP Nipple x 3” Long 1.380 bar 20.000 psi

HMM4-4.00 1/4” MP Nipple x 6” Long 1.380 bar 20.000 psi

HMM4-8.00 1/4” MP Nipple x 8” Long 1.380 bar 20.000 psi

HMM4-10.00 1/4” MP Nipple x 10” Long 1.380 bar 20.000 psi

HMM4-12.00 1/4” MP Nipple x 12” Long 1.380 bar 20.000 psi

HMM6-3.00 3/8” MP Nipple x 3” Long 1.380 bar 20.000 psi

HMM6-6.00 3/8” MP Nipple x 6” Long 1.380 bar 20.000 psi

HMM6-8.00 3/8” MP Nipple x 8” Long 1.380 bar 20.000 psi

HMM6-10.00 3/8” MP Nipple x 10” Long 1.380 bar 20.000 psi

HMM6-12.00 3/8” MP Nipple x 12” Long 1.380 bar 20.000 psi

HMM9-3.00 9/16” MP Nipple x 3” Long 1.380 bar 20.000 psi

HMM9-6.00 9/16” MP Nipple x 6” Long 1.380 bar 20.000 psi

HMM9-8.00 9/16” MP Nipple x 8” Long 1.380 bar 20.000 psi

HMM9-10.00 9/16” MP Nipple x 10” Long 1.380 bar 20.000 psi

HMM9-12.00 9/16” MP Nipple x 12” Long 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNM4-3.00 1/4” NPT Male Nipple x 3” Long 1.035 bar 15.000 psi

HNM4-6.00 1/4” NPT Male Nipple x 6” Long 1.035 bar 15.000 psi

HNM4-8.00  1/4” NPT Male Nipple x 8” Long 1.035 bar 15.000 psi

HNM4-10.00 1/4” NPT Male Nipple x 10” Long 1.035 bar 15.000 psi

HNM4-12.00 1/4” NPT Male Nipple x 12” Long 1.035 bar 15.000 psi

HNM6-3.00 3/8” NPT Male Nipple x 3” Long 1.035 bar 15.000 psi

HNM6-6.00 3/8” NPT Male Nipple x 6” Long 1.035 bar 15.000 psi

HNM6-8.00 3/8” NPT Male Nipple x 8” Long 1.035 bar 15.000 psi

HNM6-10.00 3/8” NPT Male Nipple x 10” Long 1.035 bar 15.000 psi

HNM6-12.00 3/8” NPT Male Nipple x 12” Long 1.035 bar 15.000 psi

HNM8-3.00 1/2” NPT Male Nipple x 3” Long 1.035 bar 15.000 psi

HNM8-6.00 1/2” NPT Male Nipple x 6” Long 1.035 bar 15.000 psi

HNM8-8.00 1/2” NPT Male Nipple x 8” Long 1.035 bar 15.000 psi

HNM8-10.00 1/2” NPT Male Nipple x 10” Long 1.035 bar 15.000 psi

HNM8-12.00 1/2” NPT Male Nipple x 12” Long 1.035 bar 15.000 psi

HNM12-4.00 3/4” NPT Male Nipple x 4” Long 690 bar 10.000 psi

HNM12-6.00 3/4” NPT Male Nipple x 6” Long 690 bar 10.000 psi

HNM16-4.00 1” NPT Male Nipple x 4” Long 690 bar 10.000 psi

HNM16-6.00 1” NPT Male Nipple x 6” Long 690 bar 10.000 psi

MEDIUM PRESSURE TUBE NIPPLES

NPT PIPE NIPPLES
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHM4-PLUG 1/4” HP Plug 4.140 bar 60.000 psi

HHM6-PLUG 3/8” HP Plug 4.140 bar 60.000 psi

HHM9-PLUG 9/16” HP Plug 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMM4-PLUG 1/4” MP Plug 1.380 bar 20.000 psi

HMM6-PLUG 3/8” MP Plug 1.380 bar 20.000 psi

HMM9-PLUG 9/16” MP Plug 1.380 bar 20.000 psi

HMM12-PLUG 3/4” MP Plug 1.380 bar 20.000 psi

HMM16-PLUG 1” MP Plug 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HNM1-PLUG 1/16” NPT Male Plug 1.035 bar 15.000 psi

HNM2-PLUG 1/8” NPT Male Plug 1.035 bar 15.000 psi

HNM4-PLUG 1/4” NPT Male Plug 1.035 bar 15.000 psi

HNM6-PLUG 3/8” NPT Male Plug 1.035 bar 15.000 psi

HNM8-PLUG 1/2” NPT Male Plug 1.035 bar 15.000 psi

HNM12-PLUG 3/4” NPT Male Plug 690 bar 10.000 psi

HNM16-PLUG 1” NPT Male Plug 690 bar 10.000 psi

HIGH-PRESSURE PLUGS

MEDIUM PRESSURE PLUGS

NPT PLUGS
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMJ4-PLUG 1/4” JIC Male Plug 1.035 bar 15.000 psi

HMJ6-PLUG 3/8” JIC Male Plug 1.035 bar 15.000 psi

HMJ8-PLUG 1/2” JIC Male Plug 1.035 bar 15.000 psi

HMJ12-PLUG 3/4” JIC Male Plug 690 bar 10.000 psi

HMJ16-PLUG 1” JIC Male Plug 690 bar 10.000 psi

JIC PLUGS

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-PLUG 9/16”-18 Type M Plug 3.450 bar 50.000 psi

M12-PLUG 3/4”-16 Type M Plug 2.070 bar 30.000 psi

M14-PLUG 7/8”-14 Type M Plug 2.070 bar 30.000 psi

M16-PLUG 1”-12 Type M Plug 2.070 bar 30.000 psi

M18-PLUG 1 1/8”-12 Type M Plug 2.070 bar 30.000 psi

M21-PLUG 1 5/16”-12 Type M Plug 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C19-950-PLUG 1/4” MBSPP-Ext. Plug 2.070 bar 30.000 psi

TYPE M PLUGS

BSPP PLUG
- 120° External Sealing Cone
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CLR-1/4HP 1/4” HP Collar 4.140 bar 60.000 psi

CLR-3/8HP 3/8” HP Collar 4.140 bar 60.000 psi

CLR-9/16HP 9/16” HP Collar 4.140 bar 60.000 psi

GN-1/4HP 1/4” HP Gland Nut 4.140 bar 60.000 psi

GN-1/4HP-AV 1/4” HP Collar & Gland Nut Anti-Vibration 4.140 bar 60.000 psi

GN-3/8HP 3/8” HP Gland Nut 4.140 bar 60.000 psi

GN-3/8HP-AV 3/8” HP Collar & Gland Nut Anti-Vibration 4.140 bar 60.000 psi

GN-9/16HP 9/16” HP Gland Nut 4.140 bar 60.000 psi

GN-9/16HP-AV 9/16” HP Collar & Gland Nut Anti-Vibration 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CLR-1/4HP 1/4” HP Collar 4.140 bar 60.000 psi

CLR-3/8HP 3/8” HP Collar 4.140 bar 60.000 psi

CLR-9/16HP 9/16” HP Collar 4.140 bar 60.000 psi

CLR-M14 M14x1.5 LH Collar for M30x2 (GN-M30) 4.140 bar 60.000 psi

CLR-M18 M18x1.5 LH Collar for M30x2 (GN-M30-M18) 4.140 bar 60.000 psi

GN-M16 M16x1.5 Gland Nut 4.140 bar 60.000 psi

GN-M20 M20x1.5 Gland Nut 4.140 bar 60.000 psi

GN-M26 M26x1.5 Gland Nut 4.140 bar 60.000 psi

GN-M30-M18 M30x2 Gland Nut for M18x1.5 (CLR-M18-M30) 4.140 bar 60.000 psi

GN-M30 M30x2 Gland Nut for M14x1.5 LH (CLR-M14) & 9/16”x18UNF LH (CLR-9/16-HP) 4.140 bar 60.000 psi

HIGH-PRESSURE GLAND NUTS & COLLARS (UNF)

HIGH-PRESSURE GLAND NUTS & COLLARS (METRIC)
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CLR-1/4MP 1/4” MP Collar 1.380 bar 20.000 psi

CLR-3/8MP 3/8” MP Collar 1.380 bar 20.000 psi

CLR-9/16MP 9/16” MP Collar 1.380 bar 20.000 psi

CLR-3/4MP 3/4” MP Collar 1.380 bar 20.000 psi

CLR-1MP 1” MP Collar 1.380 bar 20.000 psi

GN-1/4MP 1/4” MP Gland Nut 1.380 bar 20.000 psi

GN-1/4MP-AV 1/4” MP Collar & Gland Nut Anti-Vibration 1.380 bar 20.000 psi

GN-3/8MP 3/8” MP Gland Nut 1.380 bar 20.000 psi

GN-3/8MP-AV 3/8” MP Collar & Gland Nut Anti-Vibration 1.380 bar 20.000 psi

GN-9/16MP 9/16” MP Gland Nut 1.380 bar 20.000 psi

GN-9/16MP-AV 9/16” MP Collar & Gland Nut Anti-Vibration 1.380 bar 20.000 psi

GN-3/4MP 3/4” MP Gland Nut 1.380 bar 20.000 psi

GN-1MP 1” MP Gland Nut 1.380 bar 20.000 psi

MEDIUM PRESSURE GLAND NUTS & COLLARS

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HHF4-CAP 1/4” HP Female Cap 4.140 bar 60.000 psi

HHF6-CAP 3/8” HP Female Cap 4.140 bar 60.000 psi

HHF9-CAP 9/16” HP Female Cap 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HMF4-CAP 1/4” MP Female Cap 1.380 bar 20.000 psi

HMF6-CAP 3/8” MP Female Cap 1.380 bar 20.000 psi

HMF9-CAP 9/16” MP Female Cap 1.380 bar 20.000 psi

HMF12-CAP 3/4” MP Female Cap 1.380 bar 20.000 psi

HMF16-CAP 1” MP Female Cap 1.380 bar 20.000 psi

HIGH-PRESSURE CAPS (UNF)

MEDIUM PRESSURE CAPS
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HFJ4-CAP 1/4” JIC Female Cap 1.035 bar 15.000 psi

HFJ6-CAP 3/8” JIC Female Cap 1.035 bar 15.000 psi

HFJ8-CAP 1/2” JIC Female Cap 1.035 bar 15.000 psi

HFJ12-CAP 3/4” JIC Female Cap 690 bar 10.000 psi

HFJ16-CAP 1” JIC Female Cap 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

M9-CAP 9/16”-18 Type M Cap 3.450 bar 50.000 psi

M12-CAP 3/4”-16 Type M Cap 2.070 bar 30.000 psi

M16-CAP 1”-12 Type M Cap 2.070 bar 30.000 psi

M21-CAP 1 5/16”-12 Type M Cap 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

TU-HP4-60K HP Tubing 1/4” OD X 0.083” ID 4.140 bar 60.000 psi

TU-HP6-60K HP Tubing 3/8” OD X 0.125” ID 4.140 bar 60.000 psi

TU-HP9-60K HP Tubing 9/16” OD X 0.188” ID 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

TU-MP4-20K MP Tubing 1/4” OD X 0.109” ID 1.380 bar 20.000 psi

TU-MP6-20K MP Tubing 3/8” OD X 0.203” ID 1.380 bar 20.000 psi

TU-MP9-20K MP Tubing 9/16” OD X 0.312” ID 1.380 bar 20.000 psi

TU-MP12-20K MP Tubing 3/4” OD X 0.438” ID 1.380 bar 20.000 psi

TU-MP16-20K MP Tubing 1” OD X 0.562” ID 1.380 bar 20.000 psi

JIC CAPS

TYPE M CAPS

HIGH-PRESSURE TUBING

MEDIUM PRESSURE TUBING
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVHF4-30K 1/4” HP Female Two Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF4-60K 1/4” HP Female Two Way Straight Needle Valve 4.140 bar 60.000 psi

HVHF4-12-30K 1/4” HP Female Two Way Angle Needle Valve 2.070 bar 30.000 psi

HVHF4-12-60K 1/4” HP Female Two Way Angle Needle Valve 4.140 bar 60.000 psi

HVHF4-14-30K 1/4” HP Female Three Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF4-14-60K 1/4” HP Female Three Way Straight Needle Valve 4.140 bar 60.000 psi

HVHF6-30K 3/8” HP Female Two Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF6-60K 3/8” HP Female Two Way Straight Needle Valve 4.140 bar 60.000 psi

HVHF6-12-30K 3/8” HP Female Two Way Angle Needle Valve 2.070 bar 30.000 psi

HVHF6-12-60K 3/8” HP Female Two Way Angle Needle Valve 4.140 bar 60.000 psi

HVHF6-14-30K 3/8” HP Female Three Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF6-14-60K 3/8” HP Female Three Way Straight Needle Valve 4.140 bar 60.000 psi

HVHF9-30K 9/16” HP Female Two Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF9-60K 9/16” HP Female Two Way Straight Needle Valve 4.140 bar 60.000 psi

HVHF9-12-30K 9/16” HP Female Two Way Angle Needle Valve 2.070 bar 30.000 psi

HVHF9-12-60K 9/16” HP Female Two Way Angle Needle Valve 4.140 bar 60.000 psi

HVHF9-14-30K 9/16” HP Female Three Way Straight Needle Valve 2.070 bar 30.000 psi

HVHF9-14-60K 9/16” HP Female Three Way Straight Needle Valve 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVMF4-20K 1/4” MP Female Two Way Straight Needle Valve 1.380 bar 20.000 psi

HVMF4-12-20K 1/4” MP Female Two Way Angle Needle Valve 1.380 bar 20.000 psi

HVMF4-14-20K 1/4” MP Female Three Way Straight Needle Valve 1.380 bar 20.000 psi

HVMF6-20K 3/8” MP Female Two Way Straight Needle Valve 1.380 bar 20.000 psi

HVMF6-12-20K 3/8” MP Female Two Way Angle Needle Valve 1.380 bar 20.000 psi

HVMF6-14-20K 3/8” MP Female Three Way Straight Needle Valve 1.380 bar 20.000 psi

HVMF9-20K 9/16” MP Female Two Way Straight Needle Valve 1.380 bar 20.000 psi

HVMF9-12-20K 9/16” MP Female Two Way Angle Needle Valve 1.380 bar 20.000 psi

HVMF9-14-20K 9/16” MP Female Three Way Straight Needle Valve 1.380 bar 20.000 psi

NEEDLE VALVES 30K TO 60K
- Including Collars and Gland Nuts

NEEDLE VALVES 20K
- Including Collars and Gland Nuts
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVNF4-15K 1/4” NPT Female Two Way Straight Needle Valve 1.035 bar 15.000 psi

HVNF4-12-15K 1/4” NPT Female Two Way Angle Needle Valve 1.035 bar 15.000 psi

HVNF6-15K 3/8” NPT Female Two Way Straight Needle Valve 1.035 bar 15.000 psi

HVNF6-12-15K 3/8” NPT Female Two Way Angle Needle Valve 1.035 bar 15.000 psi

HVNF8-15K 1/2” NPT Female Two Way Straight Needle Valve 1.035 bar 15.000 psi

HVNF8-12-15K 1/2” NPT Female Two Way Angle Needle Valve 1.035 bar 15.000 psi

HVNF8NM8-15K 1/2” NPT Female x 1/2” NPT Male Two Way Straight Needle Valve 1.035 bar 15.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVBMF4-20K 1/4” MP Female Two Way Straight Ball Valve 1.380 bar 20.000 psi

HVBMF6-20K 3/8” MP Female Two Way Straight Ball Valve 1.380 bar 20.000 psi

HVBMF9-20K 9/16” MP Female Two Way Straight Ball Valve 1.380 bar 20.000 psi

HVBMF12-20K 3/4” MP Female Two Way Straight Ball Valve 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVBNF4-15K 1/4” NPT Female Two Way Straight Ball Valve 1.035 bar 15.000 psi

HVBNF6-15K 3/8” NPT Female Two Way Straight Ball Valve 1.035 bar 15.000 psi

HVBNF8-15K 1/2” NPT Female Two Way Straight Ball Valve 1.035 bar 15.000 psi

HVBNF16-10K 1” NPT Female Two Way Straight Ball Valve 690 bar 10.000 psi

NEEDLE VALVES 15K

TWO WAY BALL VALVES 20K
- Including Collars and Gland Nuts

TWO WAY BALL VALVES 15K
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CV-HF4-BS 1/4” HP Female Check Valve with ball seat 4.140 bar 60.000 psi

CV-HF4-SS 1/4” HP Female Check Valve with soft seat 4.140 bar 60.000 psi

CV-HF6-BS 3/8” HP Female Check Valve with ball seat 4.140 bar 60.000 psi

CV-HF6-SS 3/8” HP Female Check Valve with soft seat 4.140 bar 60.000 psi

CV-HF9-BS 9/16” HP Female Check Valve with ball seat 4.140 bar 60.000 psi

CV-HF9-SS 9/16” HP Female Check Valve with soft seat 4.140 bar 60.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CV-MF4-BS 1/4” MP Female Check Valve with ball seat 1.380 bar 20.000 psi

CV-MF4-SS 1/4” MP Female Check Valve with soft seat 1.380 bar 20.000 psi

CV-MF6-BS 3/8” MP Female Check Valve with ball seat 1.380 bar 20.000 psi

CV-MF6-SS 3/8” MP Female Check Valve with soft seat 1.380 bar 20.000 psi

CV-MF9-BS 9/16” MP Female Check Valve with ball seat 1.380 bar 20.000 psi

CV-MF9-SS 9/16” MP Female Check Valve with soft seat 1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CV-NF4-BS 1/4” NPT Female Check Valve with ball seat 1.035 bar 15.000 psi

CV-NF4-SS 1/4” NPT Female Check Valve with soft seat 1.035 bar 15.000 psi

CV-NF6-BS 3/8” NPT Female Check Valve with ball seat 1.035 bar 15.000 psi

CV-NF6-SS 3/8” NPT Female Check Valve with soft seat 1.035 bar 15.000 psi

CV-NF8-BS 1/2” NPT Female Check Valve with ball seat 1.035 bar 15.000 psi

CV-NF8-SS 1/2” NPT Female Check Valve with soft seat 1.035 bar 15.000 psi

HIGH-PRESSURE CHECK VALVES 60K
- Including Collars and Gland Nuts

MEDIUM PRESSURE CHECK VALVES 20K
- Including Collars and Gland Nuts

NPT CHECK VALVES 15K
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

HVR-10K-FA
Relief Valve - Manual Adjustable IN: 2x 1/4” NPT Female OUT: 1/4” NPT Female 

-From 69 to 690 bar working pressure
690 bar 10.000 psi

HVR-20K-FA 
Relief Valve - Manual Adjustable IN: 1/4” HP Female OUT: 1/4” NPT Female 

- From 690 to 1.380 bar working pressure
1.380 bar 20.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CQD-MP9-SET 9/16” MP Female Screw Together Quick Disconnect Set 1.380 bar 20.000 psi

CQD-08-SET 1/2” NPT Female Screw Together Quick Disconnect Set 1.035 bar 15.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

C-700-1452 1/4” NPT Male Screw Together Quick Disconnect Coupler 690 bar 10.000 psi

C-700-1452-m-cap Metal cap male 1/4” NPT 0 bar 0 psi

C-700-1454 3/8” NPT Male Screw Together Quick Disconnect Coupler 690 bar 10.000 psi

C-700-1454-m-cap Metal cap male 3/8” NPT 0 bar 0 psi

C-700-6402 1/4” NPT Female Screw Together Quick Disconnect Nipple 690 bar 10.000 psi

C-700-6402-fm-cap Metal cap 1/4” NPT female 0 bar 0 psi

C-700-6404 3/8” NPT Female Screw Together Quick Disconnect Nipple 690 bar 10.000 psi

C-700-6404-fm-cap Metal cap 3/8” NPT female 0 bar 0 psi

RELIEF VALVE - MANUAL ADJUSTABLE

SCREW TYPE QUICK DISCONNECT (NO CHECK VALVE)
- Stainless Steel

SCREW TYPE QUICK DISCONNECT (WITH CHECK VALVE)
- Hydraulic Service
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

CQD-08-FD-F 1/2” NPT Female Push/Pull Quick Disconnect Coupler 690 bar 10.000 psi

CQD-08-FD-M 1/2” NPT Female Push/Pull Quick Disconnect Nipple 690 bar 10.000 psi

PART NUMBER DESCRIPTION MAX WORKING PRESSURE

SPC600-0-HP4 Coupler with Check Valve x 1/4” HP Male 2.070 bar 30.000 psi

SPC600-0-HP6 Coupler with Check Valve x 3/8” HP Male 2.070 bar 30.000 psi

SPC600-0-HP9 Coupler with Check Valve x 9/16” HP Male 2.070 bar 30.000 psi

SPC600-0-HF4 Coupler with Check Valve x 1/4” HP Female 2.070 bar 30.000 psi

SPC600-0-HF6 Coupler with Check Valve x 3/8” HP Female 2.070 bar 30.000 psi

SPC600-0-MP4 Coupler with Check Valve x 1/4” MP Male 1.380 bar 20.000 psi

SPC600-0-MP6 Coupler with Check Valve x 3/8” MP Male 1.380 bar 20.000 psi

SPC600-0-MP9 Coupler with Check Valve x 9/16” MP Male 1.380 bar 20.000 psi

SPC600-0-MP12 Coupler with Check Valve x 3/4” MP Male 1.380 bar 20.000 psi

SPC600-0-MP16 Coupler with Check Valve x 1” MP Male 1.380 bar 20.000 psi

SPC600-0-MF4 Coupler with Check Valve x 1/4” MP Female 1.380 bar 20.000 psi

SPC600-0-MF6 Coupler with Check Valve x 3/8” MP Female 1.380 bar 20.000 psi

SPC600-0-MF9 Coupler with Check Valve x 9/16” MP Female 1.380 bar 20.000 psi

SPC600-0-NM4 Coupler with Check Valve x 1/4” NPT Male 1.035 bar 15.000 psi

SPC600-0-NM6 Coupler with Check Valve x 3/8” NPT Male 1.035 bar 15.000 psi

SPC600-0-NM8 Coupler with Check Valve x 1/2” NPT Male 1.035 bar 15.000 psi

SPC600-0-NF4 Coupler with Check Valve x 1/4” NPT Female 1.035 bar 15.000 psi

SPC600-0-NF6 Coupler with Check Valve x 3/8” NPT Female 1.035 bar 15.000 psi

SPC600-0-NF8 Coupler with Check Valve x 1/2” NPT Female 1.035 bar 15.000 psi

SPC600-0-MJ4 Coupler with Check Valve x 1/4” JIC Male 1.035 bar 15.000 psi

SPC600-0-MJ6 Coupler with Check Valve x 3/8” JIC Male 1.035 bar 15.000 psi

SPC600-0-MJ8 Coupler with Check Valve x 1/2” JIC Male 1.035 bar 15.000 psi

SPC600-0-M9 Coupler with Check Valve x 9/16”-18 Type M 2.070 bar 30.000 psi

SPC600-0-M12 Coupler with Check Valve x 3/4”-16 Type M 2.070 bar 30.000 psi

SPC600-0-M14 Coupler with Check Valve x 7/8”-14 Type M 2.070 bar 30.000 psi

SPC600-0-M16 Coupler with Check Valve x 1”-12 Type M 2.070 bar 30.000 psi

PUSH/PULL TYPE QUICK DISCONNECTS (NO CHECK VALVE)
- Waterblast Service

QUICK DISCONNECT FEMALE COUPLERS WITH CHECK VALVE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

SPC600-2-HP4 Nipple with Check Valve x 1/4” HP Male 2.070 bar 30.000 psi

SPC600-2-HP6 Nipple with Check Valve x 3/8” HP Male 2.070 bar 30.000 psi

SPC600-2-HP9 Nipple with Check Valve x 9/16” HP Male 2.070 bar 30.000 psi

SPC600-2-MP4 Nipple with Check Valve x 1/4” MP Male 1.380 bar 20.000 psi

SPC600-2-MP6 Nipple with Check Valve x 3/8” MP Male 1.380 bar 20.000 psi

SPC600-2-MP9 Nipple with Check Valve x 9/16” MP Male 1.380 bar 20.000 psi

SPC600-2-NM4 Nipple with Check Valve x 1/4” NPT Male 1.035 bar 15.000 psi

SPC600-2-NM6 Nipple with Check Valve x 3/8” NPT Male 1.035 bar 15.000 psi

SPC600-2-NM8 Nipple with Check Valve x 1/2” NPT Male 1.035 bar 15.000 psi

SPC600-2-NF4 Nipple with Check Valve x 1/4” NPT Female 1.035 bar 15.000 psi

SPC600-2-NF6 Nipple with Check Valve x 3/8” NPT Female 1.035 bar 15.000 psi

SPC600-2-NF8 Nipple with Check Valve x 1/2” NPT Female 1.035 bar 15.000 psi

SPC600-2-MJ4 Nipple with Check Valve x 1/4” JIC Male 1.035 bar 15.000 psi

SPC600-2-MJ6 Nipple with Check Valve x 3/8” JIC Male 1.035 bar 15.000 psi

SPC600-2-MJ8 Nipple with Check Valve x 1/2” JIC Male 1.035 bar 15.000 psi

SPC600-2-M9 Nipple with Check Valve x 9/16”-18 Type M 2.070 bar 30.000 psi

SPC600-2-M12 Nipple with Check Valve x 3/4”-16 Type M 2.070 bar 30.000 psi

SPC600-2-M14 Nipple with Check Valve x 7/8”-14 Type M 2.070 bar 30.000 psi

SPC600-2-M16 Nipple with Check Valve x 1”-12 Type M 2.070 bar 30.000 psi

QUICK DISCONNECT MALE NIPPLES WITH CHECK VALVE
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PART NUMBER DESCRIPTION MAX WORKING PRESSURE

SPC600-1-HP4 Nipple without Check Valve x 1/4” HP Male 2.070 bar 30.000 psi

SPC600-1-HP6 Nipple without Check Valve x 3/8” HP Male 2.070 bar 30.000 psi

SPC600-1-HP9 Nipple without Check Valve x 9/16” HP Male 2.070 bar 30.000 psi

SPC600-1-HF4 Nipple without Check Valve x 1/4” HP Female 2.070 bar 30.000 psi

SPC600-1-HF6 Nipple without Check Valve x 3/8” HP Female 2.070 bar 30.000 psi

SPC600-1-HF9 Nipple without Check Valve x 9/16” HP Female 2.070 bar 30.000 psi

SPC600-1-MP4 Nipple without Check Valve x 1/4” MP Male 1.380 bar 20.000 psi

SPC600-1-MP6 Nipple without Check Valve x 3/8” MP Male 1.380 bar 20.000 psi

SPC600-1-MP9 Nipple without Check Valve x 9/16” MP Male 1.380 bar 20.000 psi

SPC600-1-MP12 Nipple without Check Valve x 3/4” MP Male 1.380 bar 20.000 psi

SPC600-1-MP16 Nipple without Check Valve x 1” MP Male 1.380 bar 20.000 psi

SPC600-1-MF4 Nipple without Check Valve x 1/4” MP Female 1.380 bar 20.000 psi

SPC600-1-MF6 Nipple without Check Valve x 3/8” MP Female 1.380 bar 20.000 psi

SPC600-1-MF9 Nipple without Check Valve x 9/16” MP Female 1.380 bar 20.000 psi

SPC600-1-NM4 Nipple without Check Valve x 1/4” NPT Male 1.035 bar 15.000 psi

SPC600-1-NM6 Nipple without Check Valve x 3/8” NPT Male 1.035 bar 15.000 psi

SPC600-1-NM8 Nipple without Check Valve x 1/2” NPT Male 1.035 bar 15.000 psi

SPC600-1-NF4 Nipple without Check Valve x 1/4” NPT Female 1.035 bar 15.000 psi

SPC600-1-NF6 Nipple without Check Valve x 3/8” NPT Female 1.035 bar 15.000 psi

SPC600-1-NF8 Nipple without Check Valve x 1/2” NPT Female 1.035 bar 15.000 psi

SPC600-1-MJ4 Nipple without Check Valve x 1/4” JIC Male 1.035 bar 15.000 psi

SPC600-1-MJ6 Nipple without Check Valve x 3/8” JIC Male 1.035 bar 15.000 psi

SPC600-1-MJ8 Nipple without Check Valve x 1/2” JIC Male 1.035 bar 15.000 psi

SPC600-1-M12 Nipple without Check Valve x 3/4”-16 Type M 2.070 bar 30.000 psi

SPC600-1-M9 Nipple without Check Valve x 9/16”-18 Type M 2.070 bar 30.000 psi

SPC600-1-M16 Nipple without Check Valve x 1”-12 Type M 2.070 bar 30.000 psi

QUICK DISCONNECT MALE NIPPLES WITHOUT CHECK VALVE


