OIL & GAS

MEDIUM & HIGH PRESSURE TUBING

316 Seamless Stainless Steel
Up to 60,000 psi Working Pressure
Outer Diameter Up to One Inch
o Custom Lengths Up to Twenty-Three Feet
In-House Coning and Thread

Extensive On-Hand Inventory
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MATERIAL PROPERTIES

COUNTRY OF ORIGIN Italy

MATERIAL GRADES AVALIABLE A213/269 TP316/316L
YIELD STRENGTH (RP 0.2) min. 600 N/mm?
TENSILE STRENGTH min.700 N/mm?
ELONGATION min. 18%

SURFACE QUALITY Standard surface quality is free from laps, flaws and fissures deeper than 0.1mm
per cross section
min. 100 RMS = 2.3 Ra um = 92 AARH

Standard lengths are between 20ft/6m and 23ft/7m. Other random lengths and
defined cut lengths can be provided upon request.

OIL & GAS

BORE SURFACE FINISH
LENGTHS

CERTIFICATES All standard testing performed is compiled in a mill test certificate 3.1 according

to EN 10240. Additional test certificates such as Nace MR 01/75 or 3.2
according to EN 10204 are available upon request.

Eddy current ASTM A450/E426

ASTM A262 intergranular attackFatigue strength by ID pressureBurst pressure
test Dynamic load test under defined working conditionsMaterial

STANDARD NONDESTRUCTIVE TESTING
SPECIAL TESTING (UPON REQUEST)

MEDIUM PRESSURE TUBING

OUTSIDE DIAMETER INSIDE DIAMETER WALL THICKNESS

PART NUMBER CONNECTION TYPE MAWP inch mm inch mm inch mm
HMM4-TUBING-20K  1/4" Medium Pressure (HMM4) 20,000  0.2500 6.35 0.109 2.77 0.070 178
HMM6-TUBING-20K  3/8" Medium Pressure (HMM6) 20,000  0.3750 9.53 0.203 5.16 0.086 2.18
HMMO-TUBING-20K 9/16" Medium Pressure (HMM9) 20,000  0.5625 14.29 0.312 7.92 0.125 3.18
HMM12-TUBING-20K 3/4" Medium Pressure (HMM12) 20,000  0.7500 19.05 0438 11.13 0.156 3.96
HMM16-TUBING-20K 1" Medium Pressure (HMM16) 20,000  1.0000 2540 0.562 14.27 0.219 5.56

HIGH-PRESSURE TUBING
OUTSIDE DIAMETER  INSIDE DIAMETER WALL THICKNESS
PART NUMBER CONNECTION TYPE MAWP inch mm inch  mm inch  mm
HMM4-TUBING-60K  1/4” Medium Pressure (HMM4) 60,000 02500 635 0083 211 0083 211
HMM6-TUBING-60K ~ 3/8" Medium Pressure (HMM6) 60,000 03750 953 0125 318 0125 318
HMM9-TUBING-60K 9/16” Medium Pressure (HMM9) 60,000 05625 1429 0188 478 0187 475
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ACCREDITED FOR
TECHNICAL
COMPETENCE
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